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Accessories, Disconnect Enclosure DS-60

Allen-Bradley Disconnects, Enclosures for, 
Type 12 and Type 13

DS-6

External Disconnect Enclosure Packages, SEQUESTR™ DS-29

External Disconnect Enclosure, SEQUESTR™ DS-28

Flange-Mounted Disconnects, Enclosures for, Heavy-Duty 
Free-Standing Type 12

DS-40

Flange-Mounted Disconnects, Enclosures for, Modular  
Type 12 

DS-52

Flange-Mounted Disconnects, Enclosures for, Two-Door 
Type 12

DS-34

Flange-Mounted Disconnects, Enclosures for, Type 12 and 
Type 13

DS-2

Flange-Mounted Disconnects, Enclosures for, Type 4 and 
Type 12

DS-16

Free-Standing Enclosure, Type 1 Large Disconnect DS-30

Low-Profile Enclosures, Disconnect, Type 12 DS-20

Modular Enclosures, PROLINE-DD DS-62

Sloped-Top Disconnect Enclosures, CONCEPT® DS-14

Wall-Mount Disconnect Enclosures, CONCEPT® DS-10

index

The convergence of technology, communications, and 
best-practice manufacturing techniques is reshaping 
the industry. Hoffman continues to adapt disconnect 
enclosures to help you take advantage of the most 
efficient manufacturing methodologies. From wall-
mounted to heavy-duty free-standing, select from a wide 
variety of disconnect enclosures to meet your needs. 
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Application

Designed to house the following:

Allen-Bradley

Bulletin 1494V disconnect switches with •	
flange-mounted variable-depth operating 
mechanisms and Bulletin 1494V flange-
mounted variable-depth operating 
mechanisms for circuit breakers 
Bulletin 140U flexible cable operating •	
mechanisms for 140U molded case circuit 
breakers
Bulletin 1494C cable-operated disconnect •	
switches with flange-mounted handles
Bulletin 194RC cable-operated flange-•	
mounted handles for use with the NFPA 
79 compliant 194R IEC rotary disconnect 
switches

Allen-Bradley Bulletin 1494V-R1, -R2, and -W2 
operating handles and Allen-Bradley Bulletin 
1494F disconnect devices or Bulletin 1494D circuit 
breaker operators will NOT fit these enclosures.

ABB Controls flange-mounted variable-
depth operating mechanisms for disconnect 
switches and circuit breakers. Also the cable 
version for circuit breakers.

Eaton Cutler-Hammer Type C361 
flange-mounted variable-depth operating 
mechanisms with disconnect switches and 
Type C371 flange-mounted variable-depth 
operating mechanisms for circuit breakers.

General Electric Type STDA flange 
handles and variable-depth operating 
mechanisms for disconnect switches and 
circuit breakers. Also Spectra Flex™ cable 
operators for circuit breakers.

Siemens ITE Max-Flex™ flange-mounted 
variable-depth operating handles for circuit 
breakers.

Schneider Square D® Class 9422 
disconnect switches with flange-mounted 
variable-depth operating mechanisms 
or cable mechanisms and Class 9422 
flange-mounted variable-depth operating 
mechanisms or cable mechanisms for circuit 
breakers.

Bulletin A19 enclosures will NOT accept Square D 
Class 9422 bracket-mounted disconnect devices, 
9422TG1, or TG2 devices. 

Features

Includes latch pivot post(s) and cover •	
interlock bracket welded to door, cover 
latch bar for door, and instructions for 
installing disconnects
Models ending with PL include handle and •	
latching hardware

Construction

14 gauge steel•	
Seams continuously welded and ground •	
smooth
Bonding provision on door•	
External mounting brackets•	
Return flange around all sides of enclosure •	
opening excludes liquids and contaminants
Removable door with continuous hinge•	
Data pocket is high impact thermoplastic•	
Oil-resistant gasket•	
Collar studs for mounting optional panels•	
Holes in body and door for mounting •	
operating handle, operating mechanism, 
and door closing mechanism
Enclosures available with or without •	
padlocking, defeater handle and latching 
system

Finish

White inside with ANSI 61 gray outside 
finish over phosphatized surfaces. Optional 
panels have white or conductive finish.

Industry Standards

UL 508A, File No. E61997: Type 12, 13 
NEMA/EEMAC Type 12, 13 
JIC standard EGP-1-1967 
CSA File No. 42186: Type 12  
IEC 60529, IP65

Accessories

See also Accessories chapter.
Blank Adapter Plate 
Blower Package 
Corrosion Inhibitors 
Electric Heater 
Fan Cooling Products 
Handle Kit 
Lighting Kit 
Panel Support Kits 
Panels 
Touch-Up Paint (ATPHS61) 
Window Kit 
Floor Stand Kits

Furnished with Enclosures

Latch pivot post(s) and cover interlock 1.	
bracket welded to door

Cover latch bar for door hardware2.	

Handle and latching hardware on models 3.	
ending with “PL”

Instructions to locate and install 4.	
disconnects

Ordering

Depending on model, order as follows:
PL models:

Disconnect switch or circuit breakers•	
All other models:

Disconnect switch or circuit breakers•	
ASAHPDF Handle Kit  •	
—or—
Operating handle, •	
Operating mechanism, and•	
Door hardware•	

See Technical Information in the Hoffman 
Specifier’s Guide for wire bend space available 
when various manufacturers’ disconnect switches 
are installed, or Disconnect Ordering Information 
at hoffmanonline.com for disconnect ordering 
guidelines and wire bend space available. Check 
the enclosure dimension drawings to verify the 
chosen disconnect switch will fit in the enclosure.

Modification Services Program

You can customize this product to your 
unique requirements by specifying from 
these options:

Enclosure height, width, depth•	
Over 100 standard finish colors and •	
textures
Holes and cutouts in body, doors, •	
subpanels
Tapped holes, fasteners in enclosure or •	
subpanel
Mounting•	
Doors•	
Environmental control (louvers, fans, •	
filters)
Windows•	
Standard accessories•	

To order, contact your local Hoffman sales 
representative.
NOTE: For information about modifications outside 
the scope of the Modification Services program, 
contact your Hoffman sales representative.

a	 Purchase panels separately. 
b	Catalog number A60SA3812A24LP enclosure will receive  
	 only 400 amp and 600 amp Allen-Bradley Bulletin 1494V  
	 disconnect switches, and Siemens ITE 800 amp and  
	 1200 amp circuit breakers. The 400 amp and 600 amp  
	 Allen-Bradley disconnect switch will not fit any other size  
	 enclosure from the Bulleting A25 family. Blank Adapter  
	 Plates will not fit catalog number A60SA3812A24LP.

c	 Enclosures 12 inches and 16 inches deep can be modified  
	 to accept Siemens ITE 800 amp and 1200 amp circuit  
	 breakers. (When using a Siemens ITE circuit breaker  
	 and an enclosure with an A dimension of 30-, 36-, or  
	 42-inches, verify the amount of wire bend space required  
	 for both the line and load sides.) Consult factory for  
	 details.

d	Enclosure includes zinc diecast padlocking defeater  
	 handle and all latching hardware. Keylocking and pad 
	 locking only handles are available as a custom order.

Rev. C  1/08
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Standard Sizes Type 12 and Type 13 Enclosures for Flange-Mounted Disconnects

Enclosure
Catalog Number

Enclosure with 
Handle Catalog 
Numberd

A x B x C 
in. (mm)

Panel Catalog 
Numbera

Conductive Panel 
Catalog Numbera

Panel Size
D x E Data Pocket

Data Pocket 
Size
(in.)

Data Pocket 
Size
(mm)

A20SA2208LP A20SA2208LPPL 20.00 x 21.38 x 8.00  
(508 x 543 x 203)

A20P20 A20P20G 17.00 x 17.00
(432 x 432)

Small 6.00 x 6.00 152 x 152

A24SA2208LP A24SA2208LPPL 24.00 x 21.38 x 8.00  
(610 x 543 x 203)

A24P20 A24P20G 21.00 x 17.00
(533 x 432)

Small 6.00 x 6.00 152 x 152

A24SA2608LP A24SA2608LPPL 24.00 x 25.38 x 8.00  
(610 x 645 x 203)

A24P24 A24P24G 21.00 x 21.00
(533 x 533)

Small 6.00 x 6.00 152 x 152

A30SA2208LP A30SA2208LPPL 30.00 x 21.38 x 8.00  
(762 x 543 x 203)

A30P20 A30P20G 27.00 x 17.00
(686 x 432)

Small 6.00 x 6.00 152 x 152

A30SA2608LP A30SA2608LPPL 30.00 x 25.38 x 8.00  
(762 x 645 x 203)

A30P24 A30P24G 27.00 x 21.00
(686 x 533)

Large 12.00 x 12.00 305 x 305

A36SA2608LP A36SA2608LPPL 36.00 x 25.38 x 8.00  
(914 x 645 x 203)

A36P24 A36P24G 33.00 x 21.00
(838 x 533)

Large 12.00 x 12.00 305 x 305

A36SA3208LP A36SA3208LPPL 36.00 x 31.38 x 8.00  
(914 x 797 x 203)

A36P30 A36P30G 33.00 x 27.00
(838 x 686)

Large 12.00 x 12.00 305 x 305

A42SA3208LP A42SA3208LPPL 42.00 x 31.38 x 8.00  
(1067 x 810 x 203)

A42P30 A42P30G 39.00 x 27.00
(991 x 686)

Small 6.00 x 6.00 152 x 152

A42SA3808LP A42SA3808LPPL 42.00 x 37.38 x 8.00  
(1067 x 949 x 203)

A42P36 A42P36G 39.00 x 33.00
(991 x 838)

Large 12.00 x 12.00 305 x 305

A48SA3808LP A48SA3808LPPL 48.00 x 37.38 x 8.00  
(1219 x 949 x 203)

A48P36 A48P36G 45.00 x 33.00
(1143 x 838)

Large 12.00 x 12.00 305 x 305

A60SA3808LP A60SA3808LPPL 60.00 x 37.38 x 8.00  
(1524 x 949 x 203)

A60P36 A60P36G 57.00 x 33.00
(1448 x 838)

Large 12.00 x 12.00 305 x 305

A20SA2210LP A20SA2210LPPL 20.00 x 21.38 x 10.00  
(508 x 543 x 254)

A20P20 A20P20G 17.00 x 17.00
(432 x 432)

Small 6.00 x 6.00 152 x 152

A24SA2210LP A24SA2210LPPL 24.00 x 21.38 x 10.00  
(610 x 543 x 254)

A24P20 A24P20G 21.00 x 17.00
(533 x 432)

Small 6.00 x 6.00 152 x 152

A24SA2610LP A24SA2610LPPL 24.00 x 25.38 x 10.00  
(610 x 645 x 254)

A24P24 A24P24G 21.00 x 21.00
(533 x 533)

Small 6.00 x 6.00 152 x 152

A30SA2210LP A30SA2210LPPL 30.00 x 21.38 x 10.00  
(762 x 543 x 254)

A30P20 A30P20G 27.00 x 17.00
(686 x 432)

Small 6.00 x 6.00 152 x 152

A30SA2610LP A30SA2610LPPL 30.00 x 25.38 x 10.00  
(762 x 645 x 254)

A30P24 A30P24G 27.00 x 21.00
(686 x 533)

Large 12.00 x 12.00 305 x 305

A36SA2610LP A36SA2610LPPL 36.00 x 25.38 x 10.00  
(914 x 645 x 254)

A36P24 A36P24G 33.00 x 21.00
(838 x 533)

Large 12.00 x 12.00 305 x 305

A36SA3210LP A36SA2610LPPL 36.00 x 31.38 x 10.00  
(914 x 797 x 254)

A36P30 A36P30G 33.00 x 27.00
(838 x 686)

Large 12.00 x 12.00 305 x 305

A42SA3210LP A42SA3210LPPL 42.00 x 31.38 x 10.00  
(1067 x 797 x 254)

A42P30 A42P30G 39.00 x 27.00
(991 x 686)

Small 6 x 6 152 x 152

A42SA3810LP A42SA3810LPPL 42.00 x 37.38 x 10.00  
(1067 x 949 x 254)

A42P36 A42P36G 39.00 x 33.00
(991 x 838)

Large 12.00 x 12.00 305 x 305

— A48SA2610LPPL 48.00 x 25.38 x 10.00  
(1219 x 645 x 254)

A48P24 A48P24G 45.00 x 21.00
(1143 x 533)

Large 12.00 x 12.00 305 x 305

A48SA3810LP A48SA3810LPPL 48.00 x 37.38 x 10.00  
(1219 x 949 x 254)

A48P36 A48P24G 45.00 x 33.00
(1143 x 838)

Large 12.00 x 12.00 305 x 305

A60SA3810LP A60SA3810LPPL 60.00 x 37.38 x 10.00  
(1524 x 949 x 254)

A60P36 A60P36G 57.00 x 33.00
(1448 x 838)

Large 12.00 x 12.00 305 x 305

A30SA2612LPc A30SA2612LPPLc 30.00 x 25.38 x 12.00  
(762 x 645 x 305)

A30P24 A30P24G 27.00 x 21.00
(686 x 533)

Large 12.00 x 12.00 305 x 305

A36SA3212LPc A36SA3212LPPLc 36.00 x 31.38 x 12.00  
(914 x 797 x 305)

A36P30 A36P30G 33.00 x 27.00
(838 x 686)

Large 12.00 x 12.00 305 x 305

A42SA3212LPc A42SA3212LPPLc 42.00 x 31.38 x 12.00  
(1067 x 797 x 305)

A42P30 A42P30G 39.00 x 27.00
(991 x 686)

Small 6.00 x 6.00 152 x 152

A42SA3812LPc A42SA3812LPPLc 42.00 x 37.38 x 12.00  
(1067 x 949 x 305)

A42P36 A42P36G 39.00 x 33.00
(991 x 838)

Large 12.00 x 12.00 305 x 305

A48SA3812LPc A48SA3812LPPLc 48.00 x 37.38 x 12.00  
(1219 x 949 x 305)

A48P36 A48P36G 45.00 x 33.00
(1143 x 838)

Large 12.00 x 12.00 305 x 305

A60SA3812LPc A60SA3812LPPLc 60.00 x 37.38 x 12.00  
(1524 x 949 x 305)

A60P36 A60P36G 57.00 x 33.00
(1448 x 838)

Large 12.00 x 12.00 305 x 305

A60SA3812A24LPb — 60.00 x 37.38 x 12.00  
(1524 x 949 x 305)

A60P36 A60P36G 57.00 x 33.00
(1448 x 838)

Large 12.00 x 12.00 305 x 305

A36SA3216LPc A36SA3216LPPLc 36.00 x 31.38 x 16.00  
(914 x 797 x 406)

A36P30 A36P30G 33.00 x 27.00
(838 x 686)

Large 12.00 x 12.00 305 x 305

— A42SA3216LPPLc 42.00 x 31.38 x 16.00  
(1067 x 797 x 406)

A42P30 A42P30G 39.00 x 27.00
(991 x 686)

Small 6.00 x 6.00 152 x 152

— A42SA3816LPPLc 42.00 x 37.38 x 16.00  
(1067 x 949 x 406)

A42P36 A42P36G 39.00 x 33.00
(991 x 838)

Large 12.00 x 12.00 305 x 305

A48SA3816LPc A48SA3816LPPLc 48.00 x 37.38 x 16.00  
(1219 x 949 x 406)

A48P36 A48P36G 45.00 x 33.00
(1143 x 838)

Large 12.00 x 12.00 305 x 305

A60SA3816LPc A60SA3816LPPLc 60.00 x 37.38 x 16.00  
(1524 x 949 x 406)

A60P36 A60P36G 57.00 x 33.00
(1448 x 838)

Large 12.00 x 12.00 305 x 305

a,b,c,d See preceding page for footnotes.

Rev. A  1/08
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1. Panels have flanges along two sides when the side dimension is more than 21.00 
inches (533mm). Panels A24P20 and A24P24 have flanges on all four sides.
2. Catalog number A60SA3812A24LP has a larger cutout in the enclosure flange 
to accommodate the Allen-Bradley I494V-H2 and Siemens ITE FHOHN operating 
handles.
3. Panels are 12 gauge steel.
4. Enclosures with A<40.00 (1016) require 2-point door hardware. 

The following table is reproducted with permis-
sion from NFPA 2002-70, National Electrical Code, 
copyright 2005, National Fire Protection Association, 
Quincy, MA 02269. This reprinted material is not the 
complete and official position of the NFPA on the 
referenced subject which is represented only by the 
standard in its entirety.

Table 430.10(B). Minimum Wire Bending Space 
at the Terminals of Enclosed Motor Controllers

Size of Wire 
awg or kcmil

*Wires per Terminal

1 2

mm in. mm in.

14-10 Not specified — —

8-6 30 1½ — —

4-3 50 2 — —

2 65 2½ — —

1 75 3 — —

1/0 125 5 125 5

2/0 150 6 150 6

3/0-4/0 175 7 175 7

250 200 8 200 8

300 250 10 250 10

350-500 300 12 300 12

600-700 350 14 400 16

750-900 450 18 475 19

*Where provision for 3 or more wires per terminal exists 
the minimum wire bending space shall be in accordance 
with the requirements of Article 312.

NOTE:
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A25 Handle Kit

Kit is factory installed on A25 disconnect 
enclosures ending in PL. Order separately for 
other A25 disconnect enclosures. The kit includes 
a zinc diecast padlocking defeater handle and all 
latching hardware. Keylocking and padlocking only 
handles are available as a custom order.

Disconnect Mounting Space

Disconnects will occupy space on panel shown by 
dimensions E1, F1, and G1 in Disconnect Mounting 
Space diagram. Wiring space W1 is available when 
disconnect is installed in the enclosure.
E1 = 4.75 in. (121mm) when C = 8.00 in. (203mm)
E1 = 7.09 in. (180mm) when C =10.00 in. (254mm)
E1 = 11.62 in. (294mm) when C = 12.00 in. (305mm)
E1 = 11.62 in. (294mm) when C = 16.00 in. (406mm)
E1 = 18.38 in. (467mm) for A60SA3812A24LP
W1 = Wiring Space. See Technical information for 
wire bend space.

Refer to NATIONAL ELECTRICAL CODE® 
2005 article 430.10(B) for wiring space required for 
line side conductors to be connected to disconnect. 
Verify your application to determine if wiring 
space is adequate.

Catalog Number Description

ASAHPDF A25 Handle Kit
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Wall-Mount 
Disconnect Enclosures

Application

Designed to house Allen-Bradley Bulletin 1494F fixed-depth flange-
mounted disconnect switches and Bulletin 1494D fixed-depth flange-
mounted operators for circuit breakers. Provide protection from 
dust, dirt, oil and water.
Enclosures with an A dimension under 40.00 inches require a 2-point 
door closing mechanism. Enclosures with an A dimension of 40.00 
inches or more require 3-point door hardware. Exception: Enclosure 
catalog numbers A48AB3812A2LP and A60AB3812A2LP require 
3-point door hardware.

Construction

14 gauge steel•	
Seams continuously welded and ground smooth•	
External mounting brackets•	
Return flange around all sides of enclosure opening excludes liquids •	
and contaminants
Removable door with continuous hinge•	
Oil-resistant door gasket •	
Collar studs provided for mounting optional panels•	
Holes provided in body and door for mounting disconnect switch, •	
operating mechanism, and door hardware
Data pocket is high impact thermoplastic•	
Guide bracket(s) and door catch welded to door•	
Includes locking bar(s) for door hardware, spacers and screws •	
to support disconnect panel, and instructions for installing 
disconnects

Finish

White inside with ANSI 61 gray outside finish over phosphatized 
surfaces. Optional panels have white or conductive finish.

Industry Standards

UL 508A, File No. E61997: Type 12, 13 
NEMA/EEMAC Type 12, 13 
JIC standard EGP-1-1967 
CSA File No. 42186: Type 12  
IEC 60529, IP65

Accessories
See General Accessories section.
Blank Adapter Plate 
Blower Package 
Corrosion Inhibitors 
Electric Heater 
Fan Cooling Products 
Floor Stand Kit 
Lighting Kit 
Panel Support Kit 
Panels  
Touch-Up Paint (ATPHS61) 
Window Kit

Furnished with Enclosures

Guide bracket(s) and door catch welded to door1.	
Locking bar(s) for door hardware2.	
Spacers and screws to support disconnect to panel3.	
Instructions to locate and install disconnects4.	

Ordering

The disconnect switch, operating handle, and operating mechanism 
must be ordered separately. See Technical Information in the 
Hoffman Specifier’s Guide for wire bend space available when various 
manufacturers’ disconnect switches are installed, or Disconnect 
Ordering Information at hoffmanonline.com for disconnect ordering 
guidelines and wire bend space available. Check the enclosure 
dimension drawings to verify the chosen disconnect switch will fit in 
the enclosure.

Rev. A  1/08
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Disconnect Enclosures

Standard Sizes Type 12 and 13 Enclosures for Allen-Bradley Fixed-Depth Flange-Mounged Disconnects

Catalog Number
A x B x C 
in. (mm)

Panel Catalog 
Numberb

Conductive Panel 
Catalog Numberb

Panel Size D x E
(in.)

Panel Size D x E 
(mm)

Data 
Pocket

Data Pocket Size 
(in.)

Data Pocket Size 
(mm)

A20AB2208LP 20.00 x 21.38 x 8.00  
(508 x 543 x 203)

A20P20 A20P20G 17.00 x 17.00 432 x 432 Small 6.00 x 6.00 152 x 152

A24AB2208LP 24.00 x 21.38 x 8.00  
(610 x 543 x 203)

A24P20 A24P20G 21.00 x 17.00 533 x 432 Small 6.00 x 6.00 152 x 152

A24AB2608LP 24.00 x 25.38 x 8.00  
(610 x 645 x 203)

A24P24 A24P24G 21.00 x 21.00 533 x 533 Small 6.00 x 6.00 152 x 152

A30AB2208LP 30.00 x 21.38 x 8.00  
(762 x 543 x 203)

A30P20 A30P20G 27.00 x 17.00 686 x 432 Small 6.00 x 6.00 152 x 152

A30AB2608LP 30.00 x 25.38 x 8.00  
(762 x 645 x 203)

A30P24 A30P24G 27.00 x 21.00 686 x 533 Large 12.00 x 12.00 305 x 305

A36AB2608LP 36.00 x 25.38 x 8.00  
(914 x 645 x 203)

A36P24 A36P24G 33.00 x 21.00 838 x 533 Large 12.00 x 12.00 305 x 305

A36AB3208LP 36.00 x 31.38 x 8.00  
(914 x 797 x 203)

A36P30 A36P30G 33.00 x 27.00 838 x 686 Large 12.00 x 12.00 305 x 305

A42AB3208LP 42.00 x 31.38 x 8.00  
(1067 x 797 x 203)

A42P30 A42P30G 39.00 x 27.00 991 x 686 Small 6.00 x 6.00 152 x 152

A42AB3808LP 42.00 x 37.38 x 8.00  
(1067 x 949 x 203)

A42P36 A42P36G 39.00 x 33.00 991 x 838 Large 12.00 x 12.00 305 x 305

A48AB3808LP 48.00 x 37.38 x 8.00  
(1219 x 949 x 203)

A48P36 A48P36G 45.00 x 33.00 1143 x 838 Large 12.00 x 12.00 305 x 305

A24AB2210LP 24.00 x 21.38 x 10.00  
(610 x 543 x 254)

A24P20 A24P20G 21.00 x 17.00 533 x 432 Small 6.00 x 6.00 152 x 152

A24AB2610LP 24.00 x 25.38 x 10.00  
(610 x 645 x 254)

A24P24 A24P24G 21.00 x 21.00 533 x 533 Small 6.00 x 6.00 152 x 152

A30AB2210LP 30.00 x 21.38 x 10.00  
(762 x 543 x 254)

A30P20 A30P20G 27.00 x 17.00 686 x 432 Small 6.00 x 6.00 152 x 152

A30AB2610LP 30.00 x 25.38 x 10.00  
(762 x 645 x 254)

A30P24 A30P24G 27.00 x 21.00 686 x 533 Large 12.00 x 12.00 305 x 305

A36AB2610LP 36.00 x 25.38 x 10.00  
(914 x 645 x 254)

A36P24 A36P24G 33.00 x 21.00 838 x 533 Large 12.00 x 12.00 305 x 305

A36AB3210LP 36.00 x 31.38 x 10.00  
(914 x 797 x 254)

A36P30 A36P30G 33.00 x 27.00 838 x 686 Large 12.00 x 12.00 305 x 305

A42AB3210LP 42.00 x 31.38 x 10.00  
(1067 x 797 x 254)

A42P30 A42P30G 39.00 x 27.00 991 x 686 Small 6.00 x 6.00 152 x 152

A42AB3810LP 42.00 x 37.38 x 10.00  
(1067 x 949 x 254)

A42P36 A42P36G 39.00 x 33.00 991 x 838 Large 12.00 x 12.00 305 x 305

A48AB3810LP 48.00 x 37.38 x 10.00  
(1219 x 949 x 254)

A48P36 A48P36G 45.00 x 33.00 1143 x 838 Large 12.00 x 12.00 305 x 305

A60AB3810LP 60.00 x 37.38 x 10.00  
(1524 x 949 x 254)

A60P36 A60P36G 57.00 x 33.00 1448 x 838 Large 12.00 x 12.00 305 x 305

A36AB3212LP 36.00 x 31.38 x 12.00  
(914 x 797 x 305)

A36P30 A36P30G 33.00 x 27.00 838 x 686 Large 12.00 x 12.00 305 x 305

A42AB3212LP 42.00 x 31.38 x 12.00  
(1067 x 797 x 305)

A42P30 A42P30G 39.00 x 27.00 991 x 686 Small 6.00 x 6.00 152 x 152

A42AB3812LP 42.00 x 37.38 x 12.00  
(1067 x 949 x 305)

A42P36 A42P36G 39.00 x 33.00 991 x 838 Large 12.00 x 12.00 305 x 305

A48AB3812LP 48.00 x 37.38 x 12.00  
(1219 x 949 x 305)

A48P36 A48P36G 45.00 x 33.00 1143 x 838 Large 12.00 x 12.00 305 x 305

A60AB3812LP 60.00 x 37.38 x 12.00  
(1524 x 949 x 305)

A60P36 A60P36G 57.00 x 33.00 1448 x 838 Large 12.00 x 12.00 305 x 305

A48AB3816LP 48.00 x 37.38 x 16.00  
(1219 x 949 x 406)

A48P36 A48P36G 45.00 x 33.00 1143 x 838 Large 12.00 x 12.00 305 x 305

A60AB3816LP 60.00 x 37.38 x 16.00  
(1524 x 949 x 406)

A60P36 A60P36G 57.00 x 33.00 1448 x 838 Large 12.00 x 12.00 305 x 305

A48AB3812A2LPa 48.00 x 37.5 x 12.00  
(1219 x 953 x 305)

A48P36 A48P36G 45.00 x 33.00 1143 x 838 Large 12.00 x 12.00 305 x 305

A60AB3812A2LPa 60.00 x 37.5 x 12.00  
(1524 x 953 x 305)

A60P36 A60P36G 57.00 x 33.00 1448 x 838 Large 12.00 x 12.00 305 x 305

a Suitable for 200 amp disconnect switches and 1494FL4 door hardware only. Blank adapter plate A22BAP will not fit on these enclosures.
b Purchase panels separately.
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Wall-Mount 
Disconnect Enclosures

Application

Designed to house the following:

Allen-Bradley

Bulletin 1494V disconnect switches with •	
flange-mounted variable-depth operating 
mechanisms and Bulletin 1494V flange-
mounted variable-depth operating 
mechanisms for circuit breakers 
Bulletin 140U flexible cable operating •	
mechanisms for 140U molded case circuit 
breakers
Bulletin 1494C cable-operated disconnect •	
switches with flange-mounted handles
Bulletin 194RC cable-operated flange-•	
mounted handles for use with the NFPA 
79 compliant 194R IEC rotary disconnect 
switches

Allen-Bradley Bulletin 1494V-R1, -R2, and -W2 
operating handles and Allen-Bradley Bulletin 
1494F disconnect devices or Bulletin 1494D circuit 
breaker operators will NOT fit these enclosures.

ABB Controls flange-mounted variable-
depth operating mechanisms for disconnects 
and circuit breakers. Also the cable version 
for circuit breakers.

Eaton Cutler-Hammer Type C361 
flange-mounted variable-depth operating 
mechanisms with disconnect switches and 
Type C371 flange-mounted variable-depth 
operating mechanisms for circuit breakers. 
Also Flex Shaft™ handle mechanisms for 
circuit breakers.

General Electric Type STDA flange 
handles and variable-depth operating 
mechanisms for disconnect switches and 
circuit breakers. Also Spectra Flex™ cable 
operators for circuit breakers.

Siemens ITE Max-Flex™ flange-mounted 
variable-depth operating handles for 
disconnect switches and circuit breakers.

Schneider Square D® Class 9422 left-
hand variable-depth disconnect switches 
with flange-mounted handle mechanisms and 
Class 9422 variable-depth circuit breaker 
operating mechanisms.
These enclosures will NOT accept Square D Class 
9422 bracket-mounted disconnect devices, Class 
9422TG1, or TG2 devices.

Features

Disconnect enclosures are provided •	
with door hardware and accept popular 
disconnect brands
Door interlock bracket welded to door•	
Includes 2-point or 3-point latching system •	
installed on door and instructions for 
installing disconnects
Hardware kit consisting of padlocking •	
door handle, panel mounting nuts, 
grounding hardware, and sealing washers 
for mounting holes

Construction

16 or 14 gauge steel (see table) •	
Seams continuously welded and ground •	
smooth 
Door opening flange trough excludes •	
liquids and contaminants 
Integral body grounding stud •	
Door bar on hinge side for bonding and •	
wire management 
Holes provided in body for mounting •	
disconnect operating handle and operating 
mechanism 
Panel mounting studs fit optional •	
CONCEPT panels and other accessories 
Mounting holes in back of body for •	
direct mounting or for optional external 
mounting brackets 
Hidden hinges for clean, aesthetic •	
appearance 
Standard full-access opening•	
Removable doors •	
Additional door bar on larger enclosures•	
Provisions on door for optional high-•	
impact thermoplastic data pocket 
Seamless foam-in-place gasket provides •	
oil-tight and dust-tight seal against 
contaminants
Door support ramp on doors 30 inches •	
wide and wider 
Latching system interlocks with the •	
disconnect handle for added safety 
Unique integral door handle with tool-to-•	
open feature and padlocking option 
Self-grounding latch system with double •	
seal provides maximum protection against 
leakage
Four hinges on 60-inch-high doors•	

Finish

Two standard finishes are available:
ANSI 61 gray polyester powder coating •	
inside and out over phosphatized surfaces
RAL 7035 textured light gray polyester •	
powder coating inside and out. Optional 
panels have white or conductive finish.

Industry Standards

UL 508A, File No. E61997: Type 4, 12  
NEMA/EEMAC Type 4, 12, Type 13  
CSA File No. 42186: Type 4, 12  
VDE, IP66  
IEC 60529, IP66

Accessories

See also General Accessories index.
Blank Adapter Plate 
Corrosion Inhibitors  
Electric Heater  
External Data Pocket 
Fan Cooling Products  
Lighting Kit  
Panels  
Touch-Up Paint ATPPY61 (ANSI 61)  
 ATPG7035 (RAL 7035) 
Wall-mounting Bracket Kit 
 (required to maintain UL/CSA external  
  mounting requirement) 
Window Kit

Furnished with Enclosures

Door interlock bracket welded to door1.	
Door latching system (2-point or 3-point) 2.	

installed on door
Instructions to locate and install 3.	

disconnect
Hardware kit consisting of padlocking 4.	

door handle, panel mounting nuts, grounding 
hardware, and sealing washers for mounting 
holes

Ordering

The disconnect switch, operating handle, 
and operating mechanism must be ordered 
separately. See Technical Information in the 
Hoffman Specifier’s Guide for wire bend 
space available when various manufacturers’ 
disconnect switches are installed, or 
Disconnect Ordering Information at 
hoffmanonline.com for disconnect ordering 
guidelines and wire bend space available. 
Check the enclosure dimension drawings to 
verify the chosen disconnect switch will fit in 
the enclosure.

Modification Services Program

You can customize this product to your 
unique requirements by specifying from 
these options:

Enclosure height, width, depth•	
Over 100 standard finish colors and •	
textures
Holes and cutouts in body, doors, •	
subpanels
Tapped holes, fasteners in enclosure or •	
subpanel
Mounting•	
Doors•	
Environmental control (louvers, fans, •	
filters)
Windows•	
Standard accessories•	

To order, contact your local Hoffman sales 
representative.
NOTE: For information about modifications outside 
the scope of the Modification Services program, 
contact your Hoffman sales representative.
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Standard Sizes CONCEPT® Disconnect Wall-Mount Enclosures
Catalog 
Number 
ANSI 61 
Gray

Catalog  
Number  
RAL 7035 Gray

A x B x C	
in. (mm)

Door 
Ga.

Body 
Ga.

CONCEPT 
Panel 
Catalog 
Numbera

Conductive 
Panel Catalog 
Numbera

Panel Size D x E Mounting G x H Latches J

(in.) (mm) (in.) (mm) qty style (in.) (mm)
CDSC20228 CDSC20228LG 20.00 x 22.00 x 8.00 	

(508 x 559 x 203)
14 16 CP2020 CP2020G 18.20 x 18.20 462 x 462 18.50 x 20.50 470 x 521 1 2-point 5.00 127

CDSC24228 CDSC24228LG 24.00 x 22.00 x 8.00 	
(610 x 559 x 203)

14 16 CP2420 CP2420G 22.20 x 18.20 564 x 462 22.50 x 20.50 572 x 521 1 2-point 6.00 152

CDSC24268 CDSC24268LG 24.00 x 26.00 x 8.00 	
(610 x 660 x 203)

14 16 CP2424 CP2424G 22.20 x 22.20 564 x 564 22.50 x 24.50 572 x 622 1 2-point 6.00 152

CDSC30268 CDSC30268LG 30.00 x 26.00 x 8.00 	
(762 x 660 x 203)

14 16 CP3024 CP3024G 28.20 x 22.20 716 x 564 28.50 x 24.50 724 x 622 1 2-point 6.00 152

CDSC36268 CDSC36268LG 36.00 x 26.00 x 8.00 	
(914 x 660 x 203)

14 14 CP3624 CP3624G 34.20 x 22.20 869 x 564 34.50 x 24.50 876 x 622 1 2-point 6.00 152

CDSC36328 CDSC36328LG 36.00 x 32.00 x 8.00 	
(914 x 813 x 203)

14 14 CP3630 CP3630G 34.20 x 28.20 869 x 716 34.50 x 30.50 869 x 775 1 2-point 6.00 152

CDSC423212 CDSC423212LG 42.00 x 32.00 x 12.00 	
(1067 x 813 x 305)

14 14 CP4230 CP4230G 40.20 x 28.20 1021 x 716 40.50 x 30.50 1029 x 775 1 3-point 21.00 533

CDSC423812 CDSC423812LG 42.00 x 38.00 x 12.00 	
(1067 x 965 x 305)

14 14 CP4236 CP4236G 40.20 x 34.20 1021 x 869 40.50 x 36.50 1029 x 927 1 3-point 21.00 533

CDSC483812 CDSC483812LG 48.00 x 38.00 x 12.00 	
(1219 x 965 x 305)

14 14 CP4836 CP4836G 46.20 x 34.20 1173 x 869 46.50 x 36.50 1181 x 927 1 3-point 24.00 610

CDSC603812 CDSC603812LG 60.00 x 38.00 x 12.00 	
(1524 x 965 x 305)

14 14 CP6036 CP6036G 58.20 x 34.20 1478 x 869 58.50 x 36.50 1486 x 927 1 3-point 30.00 762

	
a Purchase panels separately.
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Wall-Mount 
Disconnect Enclosures

Disconnect Mounting Space

Disconnects will occupy space on panel shown by dimensions E1, F1, 
and G1. Wiring space W1 is available when disconnect is installed in 
the enclosure.

E1 = 4.75 in. (121mm) when C = 8.00 in. (203mm) 
E1 = 11.62 in. (294mm) when C = 12.00 in. (305mm) 
W1 = Wiring Space. See Technical Information for wire bend space.
 
Refer to NATIONAL ELECTRICAL CODE®, 2005 article 
430-10(b) for wiring space required for line side conductors to be 
connected to disconnect. Verify your application to determine 
whether wiring space is adequate. 
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Accessory Selection Guide  See Chapter 12, General Accessories: CONCEPT® Enclosure Accessories

* Only accessories marked with * 
are designed for use in CONCEPT 
Disconnect Wall Mount Enclosures.
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Wall-Mount 
Disconnect Enclosures

Application
These sloped-top wall-mount disconnect 
enclosures protect sensitive electric and 
electronic components against harsh 
industrial environments. They are designed 
to house controls in a variety of applications, 
including functioning as a combination 
control and operator interface cabinet. They 
also support the Lean factory and are ideal 
wherever miniaturization of controls dictates 
smaller control cabinets.
Enclosures are designed to house the 
following:

Allen-Bradley
Bulletin 1494V disconnect switches with •	
flange-mounted variable-depth operating 
mechanisms and Bulletin 1494V flange-
mounted variable-depth operating 
mechanisms for circuit breakers 
Bulletin 140U flexible cable operating •	
mechanisms for 140U molded case circuit 
breakers
Bulletin 1494C cable-operated disconnect •	
switches with flange-mounted handles
Bulletin 194RC cable-operated flange-•	
mounted handles for use with the NFPA 
79 compliant 194R IEC rotary disconnect 
switches

Allen-Bradley Bulletin 1494V-R1, -R2, and -W2 
operating handles and Allen-Bradley Bulletin 
1494F disconnect devices or Bulletin 1494D circuit 
breaker operators will NOT fit these enclosures.

ABB Controls flange-mounted variable-
depth operating mechanisms for disconnect 
switches and circuit breakers. Also the cable 
version for circuit breakers.

Eaton Cutler-Hammer Type C361 
flange-mounted variable-depth operating 
mechanisms with disconnect switches and 
Type C371 flange-mounted variable-depth 
operating mechanisms for circuit breakers.

General Electric Type STDA flange 
handles and variable-depth operating 
mechanisms for disconnect switches and 
circuit breakers. Also Spectra Flex™ cable 
operators for circuit breakers.

Siemens ITE Max-Flex™ flange-mounted 
variable-depth operating handles for circuit 
breakers.

Schneider Square D® Class 9422 
disconnect switches with flange-mounted 
variable-depth operating mechanisms 
or cable mechanisms and Class 9422 
flange-mounted variable-depth operating 
mechanisms or cable mechanisms for circuit 
breakers.

Bulletin A19 enclosures will NOT accept Square D 
Class 9422 bracket-mounted disconnect devices, 
9422TG1, or TG2 devices.

Schneider Square D® Class 9422 left-
hand variable-depth disconnect switches 
with flange-mounted handle mechanisms and 
Class 9422 variable-depth circuit breaker 
operating mechanisms.

These enclosures will NOT accept Square D Class 
9422 bracket-mounted disconnect devices, Class 
9422TG1, or TG2 devices.

Features
20° sloped top sheds articles placed on •	
top and also provides a mounting surface 
for operator controls
Preferred disconnect cutout•	
Flange trough on body excludes liquids and •	
other contaminants
210° door opening provides easy access to •	
large panel
Seamless foam-in-place gasket provides a •	
reliable oil-tight and dust-tight seal
Door bar on hinge side may be used for •	
both bonding and wire management; larger 
sizes have two door bars
Quarter-turn latch configuration supports •	
interchangeable inserts
Rear mounting holes provide means to •	
mount enclosure directly to a machine 
or wall, or may be used with optional 
mounting brackets
Door support ramp on doors 30 inches •	
wide and wider
Includes: •	

door interlock bracket welded to door•	
2- or 3-point door latching system •	
installed on door
instructions for installing disconnects•	
hardware kit consisting of padlocking •	
door handle, panel mounting nuts, 
grounding hardware, and sealing 
washers for mounting holes

Four hinges on 60-inch-high doors•	

Construction
14 or 16 gauge steel with continuously •	
welded and ground seams (see table)
Body-mounted grounding stud•	
Panel-mounting studs•	

Finish
RAL 7035 textured light gray polyester 
powder paint inside and out. Optional back 
panels have a white or conductive finish.

Industry Standards
UL 508A, E61997 Type 4, 12 
NEMA/EEMAC Type 4, 12, 13 
CSA, File No. 42186, Type 4, 12 
VDE IP66 
IEC 60529, IP66

Patents
This product is covered by the following 
patents:
US D360,345	 US 5,509,703 
US 5,666,695	 DE 9405854.7  
EN 0729541  
Other patents pending.

Accessories
See General Accessories for CONCEPT Enclosure 
Accessories
Blank Adapter Plate 
Data Pocket 
DIN3 Rail Kit 
Door Stop Kit 
Grid Straps 
Handles and Latches 
INTERSAFE® Data Interface Ports  
Lock Inserts 
Mounting Channels 
Panel Conversion Kit 
Panels 
Terminal Block Kit Assembly 
Thermal Management Products 
Touch-Up Paint 
Wall-mounting Bracket Kit 
 (required to maintain UL/CSA external  
  mounting requirement) 
Wiring Duct

Furnished with Enclosures
Bracket welded to door for attaching 1.	

disconnect door catch (interlock)
Instructions to locate and install 2.	

disconnect switches, circuit breakers, and 
operating mechanisms

Ordering
The disconnect switch, operating handle, 
and operating mechanism must be ordered 
separately. See Technical Information in the 
Hoffman Specifier’s Guide for wire bend 
space available when various manufacturers’ 
disconnect switches are installed, or 
Disconnect Ordering Information at 
hoffmanonline.com for disconnect ordering 
guidelines and wire bend space available. 
Check the enclosure dimension drawings to 
verify the chosen disconnect switch will fit in 
the enclosure.

Modification Services Program
You can customize this product to your 
unique requirements by specifying from 
these options:

Enclosure size•	
Over 100 standard finish colors and •	
textures
Holes and cutouts in body, doors, •	
subpanel
Tapped holes•	
Special fasteners•	
Standard accessories•	
Thermal management accessories•	

To order, contact your local Hoffman sales 
representative.
NOTE: For information about modifications outside 
the scope of the Modification Services program, 
contact your Hoffman sales representative.

Rev. C  1/08



Bulletin

CW2D

CONCEPT® Sloped-Top  
Disconnect Enclosures

DS-15Subject to change without notice	 PH 763 422 2211 • FX 763 422 2600 • www.hoffmanonline.com	 © 2007 Hoffman Enclosures Inc.

D
isconnect 

Enclosures
Wall-Mount 

Disconnect Enclosures

Standard Sizes CONCEPT® Sloped-Top Disconnect Enclosures

Catalog 
Number

A1 x B x C 
in. (mm)

A2
Door 
Gauge

Body 
Gauge

Panel 
Catalog 
No.a

Conductive 
Panel  
Catalog No.a

Panel Size D x E Mounting G x H Latches J

(in.) (mm) (in.) (mm) (in.) (mm) Qty.  Style (in.) (mm)
CDSC20228ST 20.00 x 22.00 x 8.00  

(508 x 559 x 203)
22.83 580 14 16 CP2020 CP2020G 18.20 x 18.20 462 x 462 21.33 x 20.50 542 x 521 1 2-point 5.00 127

CDSC24228ST 24.00 x 22.00 x 8.00  
(610 x 559 x 203)

26.83 682 14 16 CP2420 CP2420G 22.20 x 18.20 564 x 462 25.33 x 20.50 643 x 521 1 2-point 5.00 127

CDSC24268ST 24.00 x 26.00 x 8.00  
(610 x 660 x 203)

26.83 682 14 16 CP2424 CP2424G 22.20 x 22.20 564 x 564 25.33 x 24.50 643 x 622 1 2-point 5.00 127

CDSC30268ST 30.00 x 26.00 x 8.00  
(762 x 660 x 203)

32.83 834 14 16 CP3024 CP3024G 28.20 x 22.20 716 x 564 31.33 x 24.50 796 x 622 1 2-point 5.00 127

CDSC363210ST 36.00 x 32.00 x 10.00  
(914 x 813 x 254)

39.56 1005 14 14 CP3630 CP3630G 34.20 x 28.20 869 x 716 38.06 x 30.50 967 x 775 1 2-point 5.00 127

CDSC423212ST 42.00 x 32.00 x 12.00  
(1067 x 813 x 305)

46.29 1176 14 14 CP4230 CP4230G 40.20 x 28.20 1021 x 716 44.79 x 30.50 1138 x 775 1 3-point 21.00 533

CDSC483812ST 48.00 x 38.00 x 12.00  
(1219 x 965 x 305)

52.29 1328 14 14 CP4836 CP4836G 46.20 x 34.20 1173 x 869 50.79 x 36.50 1290 x 927 1 3-point 24.00 610

CDSC603812ST 60.00 x 38.00 x 12.00  
(1524 x 965 x 305)

64.29 1633 14 14 CP6036 CP6036G 58.20 x 34.20 1478 x 869 62.79 x 36.50 1595 x 927 1 3-point 30.00 762

 
a Purchase panels separately..

Disconnect Mounting Space
Disconnects will occupy space on panel shown by dimensions E1, F1, 
and G1. Wiring space W1 is available when disconnect is installed in 
the enclosure.
E1 = 4.75 in. (121mm) when C = 8.00 in. (203mm)
E1 = 7.09 in. (180mm) when C = 10.00 in. (254mm)
E1 = 11.62 in. (294mm) when C = 12.00 in. (305mm)
W1 = Wiring Space. See Technical Information, for wire bend space.

Refer to NATIONAL ELECTRICAL CODE® 2005 article 
430-10(B) for wiring space required for line side conductors to be 
connected to disconnect. Verify your application to determine 
if wiring space is adequate.
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Application

Designed to house the following:

Allen-Bradley

Bulletin 1494V disconnect switches with •	
flange-mounted variable-depth operating 
mechanisms and Bulletin 1494V flange-
mounted variable-depth operating 
mechanisms for circuit breakers 
Bulletin 140U flexible cable operating •	
mechanisms for 140U molded case circuit 
breakers
Bulletin 1494C cable-operated disconnect •	
switches with flange-mounted handles
Bulletin 194RC cable-operated flange-•	
mounted handles for use with the NFPA 
79 compliant 194R IEC rotary disconnect 
switches

Allen-Bradley Bulletin 1494V-R1, -R2, and -W2 
operating handles and Allen-Bradley Bulletin 
1494F disconnect devices or Bulletin 1494D circuit 
breaker operators will NOT fit these enclosures.

ABB Controls flange-mounted variable-
depth operating mechanisms for disconnect 
switches and circuit breakers. Also the cable 
version for circuit breakers.

Eaton Cutler-Hammer Type C361 
flange-mounted variable-depth operating 
mechanisms with disconnect switches and 
Type C371 flange-mounted variable-depth 
operating mechanisms for circuit breakers.

General Electric Type STDA flange 
handles and variable-depth operating 
mechanisms for disconnect switches and 
circuit breakers. Also Spectra Flex™cable 
operators for circuit breakers.

Siemens ITE Max-Flex™ flange-mounted 
variable-depth operating handles for circuit 
breakers.

Schneider Square D® Class 9422 
disconnect switches with flange-mounted 
variable-depth operating mechanisms 
or cable mechanisms and Class 9422 
flange-mounted variable-depth operating 
mechanisms or cable mechanisms for circuit 
breakers.

Bulletin A19 enclosures will NOT accept Square D 
Class 9422 bracket-mounted disconnect devices, 
9422TG1, or TG2 devices.

Construction

14 gauge steel•	
Seams continuously welded and ground •	
smooth
External mounting brackets•	
Return flange around all sides of enclosure •	
opening excludes liquids and contaminants
Stainless steel exterior hardware•	
Stainless steel door clamps on three sides •	
of door for watertight seal, additional 
door hardware not required
Removable door with continuous hinge•	
Data pocket is high impact thermoplastic•	
Oil-resistant door gasket•	
Collar studs for mounting optional panels•	
Holes in body for mounting disconnect •	
operating handle and operating mechanism
Bonding provision on door•	
Bracket welded to door for attaching •	
disconnect door catch (interlock) and 
instructions for installing disconnects

Finish

ANSI 61 gray polyester powder coating 
inside and out over phosphatized surfaces. 
Optional panels have white or conductive 
finish.

Industry Standards

UL 508A, File No. E61997: Type 4, 12 
NEMA/EEMAC Type 3, 4, 12, 13 
JIC standard EGP-1-1967 
CSA File No. 42186: Type 4, 12 
IEC 60529, IP66

Accessories

See General Accessories section.
Blank Adapter Plate 
Corrosion Inhibitors 
Electric Heater 
Electrical Interlocks 
Floor Stand Kit 
Lighting Kit 
Panels 
Terminal Kit Assembly 
Touch-Up Paint (ATPPY61) 
Window Kit

Ordering

Order the disconnect switch, operating 
handle, and operating mechanism separately. 
See Technical Information for wire bend 
space available when various manufacturers’ 
disconnect switches are installed or the 
Disconnect Ordering Information at 
hoffmanonline.com for disconnect ordering 
guidelines and wire bend space available. 
Check the enclosure dimension drawings to 
verify the chosen disconnect switch will fit in 
the enclosure.

Furnished with Enclosures

Bracket welded to door for attaching 1.	
disconnect door catch (interlock)

Instructions to locate and install 2.	
disconnect switches, circuit breakers, and 
operating mechanisms

Modification Services Program

You can customize this product to your 
unique requirements by specifying from 
these options:

Enclosure height, width, depth•	
Over 100 standard finish colors and •	
textures
Holes and cutouts in body, doors, •	
subpanels
Tapped holes, fasteners in enclosure or •	
subpanel
Mounting•	
Doors•	
Windows•	
Standard accessories•	

To order, contact your local Hoffman sales 
representative.
NOTE: For information about modifications outside 
the scope of the Modification Services program, 
contact your Hoffman sales representative.
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Standard Sizes Type 4 and Type 12 Enclosures for Flange-Mounted Disconnects

Catalog Number
A x B x C	
in. (mm)

Panel Catalog 
Numbera

Conductive Panel
Catalog Numbera

Panel Size D x E	
in (mm) Data Pocket

Data Pocket Size 
in. (mm)

Number
of Clamps

A24HS2108LP 24.00 x 21.38 x 8.00 	
(610 x 543 x 203)

A24P20 A24P20G 21.00 x 17.00
(533 x 432)

Small 6.00 x 6.00
(152 x 152)

5

A24HS2508LP 24.00 x 25.38 x 8.00 	
(610 x 645 x 203)

A24P24 A24P24G 21.00 x 21.00
(533 x 533)

Small 6.00 x 6.00
(152 x 152)

5

A30HS2508LP 30.00 x 25.38 x 8.00 	
(762 x 645 x 203)

A30P24 A30P24G 27.00 x 21.00
(686 x 533)

Large 12.00 x 12.00
(305 x 305)

5

A36HS2508LP 36.00 x 25.38 x 8.00	
(914 x 645 x 203)

A36P24 A36P24G 33.00 x 21.00
(838 x 533)

Large 12.00 x 12.00
(305 x 305)

5

A36HS3108LP 36.00 x 31.38 x 8.00 	
(914 x 797 x 203)

A36P30 A36P30G 33.00 x 27.00
(838 x 686)

Large 12.00 x 12.00
(305 x 305)

7

A42HS3112LP 42.00 x 31.38 x 12.00 	
(1067 x 797 x 305)

A42P30 A42P30G 39.00 x 27.00
(991 x 686)

Small 6.00 x 6.00
(152 x 152)

10

A42HS3712LP 42.00 x 37.38 x 12.00 	
(1067 x 949 x 305)

A42P36 A42P36G 39.00 x 33.00
(991 x 838)

Large 12.00 x 12.00
(305 x 305)

10

A48HS3712LP 48.00 x 37.38 x 12.00 	
(1219 x 949 x 305)

A48P36 A48P36G 45.00 x 33.00
(1143 x 838)

Large 12.00 x 12.00
(305 x 305)

10

A60HS3712LP 60.00 x 37.38 x 12.00 	
(1524 x 949 x 305)

A60P36 A60P36G 57.00 x 33.00
(1143 x 838)

Large 12.00 x 12.00
(305 x 305)

11

a Purchase panels separately. 
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Disconnect Mounting Space

Disconnects will occupy space on panel shown by dimensions E1, F1, 
and G1. Wiring space W1 is available when disconnect is installed in 
the enclosure. 
E1 = 8.62 in. (219mm) when C = 8.00 in. (203mm) 
E1 = 11.62 in. (294mm) when C = 12.00 in. (305mm) 
W1 = Wiring Space 

Refer to NATIONAL ELECTRICAL CODE®, 2005 article 
430-10(b) for wiring space required for line side conductors to be 
connected to disconnect. Verify your application to determine 
whether wiring space is adequate.
NOTE: Be sure to match the disconnect device you are using with 
the correct enclosure size.
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Application

Sized for use with new, smaller electrical 
components, these disconnect enclosures 
provide the combined capabilities and 
features of Hoffman’s A25 and A28 
enclosure families. Their 60 in. (1524mm) 
maximum height allows the construction of 
systems with a clear line of sight above the 
enclosures. Both wall-mount and free-stand 
models are available. 30 in. (762mm) to 42 
in. (1067mm) models are wall-mounted; 48 
in. (1219mm) and 60 in. (1524mm) models 
are free-standing.
Designed to house the following flange-
mounted disconnect switches and circuit 
breakers:

Allen-Bradley 

Bulletin 1494V disconnect switches with •	
flange-mounted variable-depth operating 
mechanisms and Bulletin 1494V flange-
mounted variable-depth operating 
mechanisms for circuit breakers 
Bulletin 140U flexible cable operating •	
mechanisms for 140U molded case circuit 
breakers
Bulletin 1494C cable-operated disconnect •	
switches with flange-mounted handles
Bulletin 194RC cable-operated flange-•	
mounted handles for use with the NFPA 
79 compliant 194R IEC rotary disconnect 
switches

Allen-Bradley Bulletin 1494V-R1, -R2, and -W2 
operating handles and Allen-Bradley Bulletin 
1494F disconnect devices or Bulletin 1494D circuit 
breaker operators will NOT fit these enclosures.

ABB Controls flange-mounted variable-
depth operating mechanisms for disconnect 
switches and circuit breakers. Also the cable 
version for circuit breakers.

Eaton Cutler-Hammer Type C361 
disconnect switches and operator 
mechanisms. Cutler-Hammer Type C371 
circuit breaker operating mechanisms. Also 
Type SM safety handle mechanisms and 
Flex Shaft™ handle operators for circuit 
breakers.

General Electric Type STDA flange 
handles and variable-depth operating 
mechanisms for disconnect switches and 
circuit breakers. Also Spectra Flex™ cable 
operators for circuit breakers.

Siemens ITE Max-Flex™ flange-mounted 
variable-depth operating handles for 
disconnect switches and circuit breakers.

Schneider Square D® disconnect 
switches and circuit breakers used with 
Class 9422 flange-mounted variable-depth 
operating mechanisms or cable mechanisms.
These enclosures will NOT receive Class 9422 
bracket-mounted disconnect devices or Class 
9422TG1 or TG2 devices.

Construction

14, 12, or 10 gauge steel•	
Seams continuously welded and ground •	
smooth
Body stiffeners in larger enclosures for •	
extra rigidity
Body flange trough excludes liquids and •	
contaminants
Heavy duty lifting eyes anchor into •	
reinforced top on larger models
Removable centerposts for easy panel •	
installation
Heavy gauge continuous hinges•	
Heavy duty latch mechanism operated by •	
zinc diecast padlocking defeater handle 
on all doors. 2-point latch on enclosures 
up to 36 in. (914mm); 3-point latch on 
enclosures 42 in. (1067mm) and above
Oil-resistant gasket •	
Removable 10 gauge steel panels mount on •	
collar studs. Purchase panels separately.
Master door is far right-hand door on all •	
enclosures
Defeater on master door requires a •	
screwdriver to open
Mechanical interlock activated by master •	
door prevents slave doors from being 
opened first. Doors can be closed in any 
order.
Preferred cutout on right flange provides •	
mounting for most disconnect switches 
and circuit breakers
Enclosures with three to five doors have •	
three stiffeners on rear of body

Finish

ANSI 61 gray inside and outside over 
phosphatized surfaces. Optional panels have 
white or conductive finish.

Industry Standards

UL 508A, File No. E61997: Type 12 
NEMA/EEMAC Type 12 
JIC standards EGP-1-1967 and EMP-1-1967 
cUL c22.2 No. 94, File No. E61997, Type 12  
IEC 60529, IP55

Patents

This product covered by the following 
patents:
US 5,634,357 
US D385768

Accessories

Blower Package 
Corrosion Inhibitors 
Electric Heaters 
Fan Cooling Products 
Floor Stand Kits 
INTERSAFE® Data Interface Ports 
Light Kits 
Panels 
Touch-Up Paint (ATPHS61) 
Window Kits

Furnished with Enclosures

An enclosure1.	
An operator adapter (see disconnect 2.	

enclosure Accessories to select the proper 
operator adapter for the brand and type of 
disconnecting being used).  
NOTE: Door hardware is furnished with 
enclosure.

Disconnect device (see disconnect 3.	
ordering information (below).

Ordering

The disconnect switch, operating handle, 
and operating mechanism must be ordered 
separately. See Technical Information in the 
Hoffman Specifier’s Guide for wire bend 
space available when various manufacturers’ 
disconnect switches are installed, or 
Disconnect Ordering Information at 
hoffmanonline.com for disconnect ordering 
guidelines and wire bend space available. 
Check the enclosure dimension drawings to 
verify the chosen disconnect switch will fit in 
the enclosure.

Modification Services Program

You can customize this product to your 
unique requirements by specifying from 
these options:

Enclosure height, width, depth•	
Over 100 standard finish colors and •	
textures
Holes and cutouts in body, doors, •	
subpanels
Tapped holes, fasteners, mounting channel •	
in enclosure or subpanel
Mounting•	
Doors•	
Subpanels•	
Structural changes•	
Environmental control (louvers, fans, •	
filters)
Windows•	
Installation of standard accessories•	
Disconnect provisions•	

To order, contact your local Hoffman sales 
representative.
NOTE: For information about modifications outside 
the scope of the Modification Services program, 
contact your Hoffman sales representative.
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Standard Sizes Low-Profile Type 12 Disconnect Enclosures

Catalog Number
A	
(in.)

A	
(mm)

B	
(in.)

B	
(mm)

C	
(in.)

C	
(mm) Description

Body 
Gauge

Panel 
Catalog 
Numbera

Conductive Panel 
Catalog Numbera

Panel 
Qty

Body 
Stiffener

Lifting 
Eyes

A30X1E2808 30.00 762 28.25 718 8.0 203 Wall-Mount 14 A25P21 A25P21G 1 0 0
A30X1E2810 30.00 762 28.25 718 10.0 254 Wall-Mount 14 A25P21 A25P21G 1 0 0
A36X1E2808 36.00 914 28.25 718 8.0 203 Wall-Mount 14 A31P21 A31P21G 1 0 0
A36X1E2810 36.00 914 28.25 718 10.0 254 Wall-Mount 14 A31P21 A31P21G 1 0 0
A42X1E2808 42.00 1067 28.25 718 8.0 203 Wall-Mount 14 A37P21 A37P21G 1 0 0
A42X1E2810 42.00 1067 28.25 718 10.0 254 Wall-Mount 14 A37P21 A37P21G 1 0 0
A48X1E4008 48.00 1219 40.25 1022 8.0 203 Free-Stand 12 A42P33 A42P33G 1 0 2
A48X1E4010 48.00 1219 40.25 1022 10.0 254 Free-Stand 12 A42P33 A42P33G 1 0 2
A48X1E4024 48.00 1219 40.25 1022 24.0 610 Free-Stand 12 A42P33 A42P33G 1 0 2
A60X1E4008 60.00 1524 40.25 1022 8.0 203 Free-Stand 12 A54P33 A54P33G 1 0 2
A60X1E4010 60.00 1524 40.25 1022 10.0 254 Free-Stand 12 A54P33 A54P33G 1 0 2
A30X2E5408 30.00 762 54.5 1384 8.0 203 Wall-Mount 12 A25P48 A25P48G 1 0 0
A30X2E5410 30.00 762 54.5 1384 10.0 254 Wall-Mount 12 A25P48 A25P48G 1 0 0
A36X2E5408 36.00 914 54.5 1384 8.0 203 Wall-Mount 12 A31P48 A31P48G 1 0 0
A36X2E5410 36.00 914 54.5 1384 10.0 254 Wall-Mount 12 A31P48 A31P48G 1 0 0
A42X2E5408 42.00 1067 54.5 1384 8.0 203 Wall-Mount 12 A37P48 A37P48G 1 0 0
A42X2E5410 42.00 1067 54.5 1384 10.0 254 Wall-Mount 12 A37P48 A37P48G 1 0 0
A48X2E7808 48.00 1219 78.5 1994 8.0 203 Free-Stand 12 A42P72 A42P72G 1 0 2
A48X2E7810 48.00 1219 78.5 1994 10.0 254 Free-Stand 12 A42P72 A42P72G 1 0 2
A48X2E7812 48.00 1219 78.5 1994 12.0 305 Free-Stand 12 A42P72 A42P72G 1 0 2
A48X2E7818 48.00 1219 78.5 1994 18.0 457 Free-Stand 12 A42P72 A42P72G 1 0 2
A48X2E7824 48.00 1219 78.5 1994 24.0 610 Free-Stand 12 A42P72 A42P72G 1 0 2
A60X2E7808 60.00 1524 78.5 1994 8.0 203 Free-Stand 12 A54P72 A54P72G 1 0 2
A60X2E7810 60.00 1524 78.5 1994 10.0 254 Free-Stand 12 A54P72 A54P72G 1 0 2
A60X2E7818 60.00 1524 78.5 1994 18.0 457 Free-Stand 12 A54P72 A54P72G 1 0 2
A60X2E7824 60.00 1524 78.5 1994 24.0 610 Free-Stand 12 A54P72 A54P72G 1 0 2
A30X3E8310 30.00 762 82.25 2089 10.0 254 Wall-Mount 12 A25P21

A25P48
A25P21G
A25P48G

1
1

0 2

A36X3E8310 36.00 914 82.25 2089 10.0 254 Wall-Mount 12 A31P21
A31P48

A31P21G
A31P48G

1
1

0 2

A42X3E8310 42.00 1067 82.25 2089 10.0 254 Wall-Mount 12 A37P21
A37P48

A37P21G
A37P48G

1
1

0 2

A48X3E11910 48.00 1219 118.25 3004 10.0 254 Free-Stand 12 A42P33
A42P72

A42P33G
A42P72G

1
1

3 2

A48X3E11912 48.00 1219 118.25 3004 12.0 305 Free-Stand 12 A42P33
A42P72

A42P33G
A42P72G

1
1

3 2

A48X3E11918 48.00 1219 118.25 3004 18.0 457 Free-Stand 12 A42P33
A42P72

A42P33G
A42P72G

1
1

3 2

A60X3E11910 60.00 1524 118.25 3004 10.0 254 Free-Stand 12 A54P33
A54P72

A54P33G
A54P72G

1
1

3 2

A60X3E11912 60.00 1524 118.25 3004 12.0 305 Free-Stand 12 A54P33
A54P72

A54P33G
A54P72G

1
1

3 2

A60X3E11918 60.00 1524 118.25 3004 18.0 457 Free-Stand 12 A54P33
A54P72

A54P33G
A54P72G

1
1

3 2

A60X3E11924 60.00 1524 118.25 3004 24.0 610 Free-Stand 12 A54P33
A54P72

A54P33G
A54P72G

1
1

3 2

A42X4E10810 42.00 1067 108.5 2756 10.0 254 Wall-Mount 10 A37P48 A37P48G 2 0 4
A48X4E15710 48.00 1219 156.5 3975 10.0 254 Free-Stand 10 A42P72 A42P72G 2 3 4
A48X4E15712 48.00 1219 156.5 3975 12.0 305 Free-Stand 10 A42P72 A42P72G 2 3 4
A48X4E15718 48.00 1219 156.5 3975 18.0 457 Free-Stand 10 A42P72 A42P72G 2 3 4
A60X4E15710 60.00 1524 156.5 3975 10.0 254 Free-Stand 10 A54P72 A54P72G 2 3 4
A60X4E15712 60.00 1524 156.5 3975 12.0 305 Free-Stand 10 A54P72 A54P72G 2 3 4
A60X4E15716 60.00 1524 156.5 3975 16.0 406 Free-Stand 10 A54P72 A54P72G 2 3 4
A60X4E15718 60.00 1524 156.5 3975 18.0 457 Free-Stand 10 A54P72 A54P72G 2 3 4
A48X5E19612 48.00 1219 196.25 4987 12.0 305 Free-Stand 10 A42P33

A42P72
A42P33G
A42P72G

1
2

3 4

A48X5E19618 48.00 1219 196.25 4987 18.0 457 Free-Stand 10 A42P33
A42P72

A42P33G
A42P72G

1
2

3 4

A60X5E19610 60.00 1524 196.25 4987 10.0 254 Free-Stand 10 A54P72 A54P72G 2 3 4
A60X5E19612 60.00 1524 196.25 4987 12.0 305 Free-Stand 10 A54P33

A54P72
A54P33G
A54P72G

1
2

3 4

A60X5E19616 60.00 1524 196.25 4987 16.0 406 Free-Stand 10 A54P33
A54P72

A54P33G
A54P72G

1
2

3 8

A60X5E19618 60.00 1524 196.25 4987 18.0 457 Free-Stand 10 A54P33
A54P72

A54P33G
A54P72G

1
2

3 8

	
a Purchase panels separately.
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Optional panels for low-profile Type 12 enclosures (Bulletin A26) 
are 10 gauge steel. Finish is white polyester powder paint or a 
conductive, corrosion-resistant coating. Mounting hardware included 
with enclosure.

Catalog 
Number D (in.) D (mm) E (in.) E (mm) Finish
A25P21 25.88 657 21.75 552 Paint
A25P21G 25.88 657 21.75 552 Conductive
A31P21 31.88 810 21.75 552 Paint
A31P21G 31.88 810 21.75 552 Conductive
A37P21 37.88 962 21.75 552 Paint
A37P21G 37.88 962 21.75 552 Conductive
A42P33 42.88 1089 33.75 857 Paint
A42P33G 42.88 1089 33.75 857 Conductive
A54P33 54.88 1394 33.75 857 Paint
A54P33G 54.88 1394 33.75 857 Conductive
A25P48 25.88 657 48.00 1219 Paint
A25P48G 25.88 657 48.00 1219 Conductive
A31P48 31.88 810 48.00 1219 Paint
A31P48G 31.88 810 48.00 1219 Conductive
A37P48 37.88 962 48.00 1219 Paint
A37P48G 37.88 962 48.00 1219 Conductive
A42P72 42.88 1089 72.00 1829 Paint
A42P72G 42.88 1089 72.00 1829 Conductive
A54P72 54.88 1394 72.00 1829 Paint
A54P72G 54.88 1394 72.00 1829 Conductive

Panels

Standard Sizes Panels for Low-Profile Type 12 Disconnects
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Finish

ANSI 61 gray exterior and interior•	
Included back panel has conductive finish•	

Industry Standards

UL 508A, File No. E61997: Type 12
NEMA/EEMAC Type 12
JIC standards EGP-1-1967 and EMP-1-1967
CSA File No. 42186: Type 12
IEC 60529, IP55

Accessories

Terminal plates for 30, 60, 100, 200 amp systems•	
Blank terminal plate•	
Corrosion inhibitors•	
Thermal management products•	
Touch-up paint (ATPHS61)•	

Patents

Patent pending

Standard Sizes External Disconnect Enclosure  
including back panel

Catalog Number
Enclosure Size A x B x C
inch mm

axd18 34.45 x 14.00 x 18.12 875 x 356 x 460
axd20 34.45 x 14.00 x 20.12 875 x 356 x 511
axd24 34.45 x 14.00 x 24.12 875 x 356 x 613

Optional Terminal Platesa

Catalog Number For
ATBP3060 30 and 60 amp switches
ATBP100 100 amp switches
ATBP200 200 amp switches
ATBBP Blank terminal block plate

aIP20 rated

Optional Replacement Conductive Panel

Catalog Number
Panel Size

Descriptioninch mm
A31p12G 31.00 x 12.16 787 x 309 16 gauge

Application

External disconnect enclosure to retrofit disconnect cabinets 
to isolate incoming power from the main enclosure, mitigating 
the danger of arc flash occurrences when working on interior 
components. Disconnect switch is moved to the SEQUESTR 
enclosure with power pass-through to the main control cabinet.
Designed to house the following:

Allen-Bradley◊	
Bulletin 1494V DSX left-hand disconnect switches with flange-•	
mounted variable depth operating mechanisms and Bulletin 1494V 
flange-mounted variable-depth operating mechanisms for circuit 
breakers.

These enclosures will not accept Allen-Bradley Bulletin 1494F disconnect 
devices or Bulletin 1494D circuit breaker operators.

Square D◊	  Class 9422 disconnect switches with flange-mounted 
left-hand variable-depth operating mechanisms and Class 9422 
flange-mounted left-hand variable-depth operating mechanisms for 
circuit breakers.

These enclosures will not accept Square D Class 9422 bracket-mounted 
disconnect devices, Class 9422TGI or TG2 devices.

Features

Interlocks (patent pending) with doors of main control cabinet •	
when the disconnect switch is powered ON
Maintains UL Type 12 rating•	
Provision for pass-through power into the main cabinet—blank •	
plate for customer modification
Preferred disconnect cut out•	
Quarter-turn screwdriver slot latch•	
Hidden hinges•	
Bonding provision on door•	
Conductive back panel included•	
Installation hardware and templates included•	

Construction

16 gauge steel•	
Continuously welded and ground seams all around•	
Hinged on right side•	

 
For More Information 

See Arc Flash chapter for more information about the 
SEQUESTR External Disconnect Enclosure.
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Application

External disconnect enclosure mounted to floor-standing cabinet. 
Isolates incoming power from the main control cabinet to mitigate 
the danger of arc flash occurrences when working on interior 
components. Disconnect switch and fuse block/circuit breaker is 
mounted in the external cabinet with terminal connections to bring 
power to the main cabinet.
Designed to house the following:

Allen-Bradley◊	
Bulletin 1494V DSX left-hand disconnect switches with flange-•	
mounted variable depth operating mechanisms and Bulletin 1494V 
flange-mounted variable-depth operating mechanisms for circuit 
breakers.

These enclosures will not accept Allen-Bradley Bulletin 1494F disconnect 
devices or Bulletin 1494D circuit breaker operators.

Square D◊	  Class 9422 disconnect switches with flange-mounted 
left-hand variable-depth operating mechanisms and Class 9422 
flange-mounted left-hand variable-depth operating mechanisms for 
circuit breakers.

These enclosures will not accept Square D Class 9422 bracket-mounted 
disconnect devices, Class 9422TGI or TG2 devices.

Features

Interlocks (patent pending) doors of main control cabinet when •	
disconnect switch is powered ON
Mechanical interlock on main control enclosure activated by •	
master door prevents slave door from being opened first. Doors 
can be closed in any sequence.
Provision for pass-through power into the main enclosure•	
Preferred disconnect cut out•	
Quarter-turn, screwdriver slot latch on SEQUESTR Enclosure•	
Rugged POWERGLIDE® handle with three-point latch on main •	
control enclosure
Grounding studs on body•	
Bonding provision on door•	
Conductive back panel included in SEQUESTR External •	
Disconnect Enclosure
Optional back panel for main control cabinet for maximum •	
ordering flexibility 
SEQUESTR External Disconnect Enclosure is shipped unattached •	
for easy disconnect installation

Construction

A28X base enclosure•	
A70D external disconnect enclosure•	
External disconnect enclosure 16 gauge steel; main control •	
cabinet 10 gauge steel
Continuously welded and ground seams all around•	
Body flange trough excludes liquids and contaminants•	
Heavy duty lifting eyes anchored into reinforced top•	
Removable center posts for easy back panel installation•	
No disconnect cutout on main control cabinet•	

Finish

SEQUESTR External Disconnect Enclosure ANSI 61 gray exterior •	
and interior
A28X main control cabinet ANSI 61 gray exterior and white •	
interior
SEQUESTR External Disconnect Enclosure back panel has •	
conductive finish

Industry Standards

UL 508A, File No. E61997: Type 12 
NEMA/EEMAC Type 12 
JIC standards EGP-1-1967 and EMP-1-1967 
CSA File No. 42186: Type 12 
IEC 60529, IP55

Accessories

Terminal plates for 30, 60, 100, 200 amp systems•	
Blank terminal block plate•	
A28 back panels (white or conductive finish)•	
Corrosion inhibitors•	
Floor stand kits•	
Light kits•	
Thermal management products•	
Touch-up paint (ATPHS61)•	
Window kits•	

Patents
Patent pending

Optional Terminal Platesa

Catalog Number For
ATBP3060 30 and 60 amp switches

ATBP100 100 amp switches

ATBP200 200 amp switches

ATBBP Blank terminal block plate
aIP20 rated

 
For More Information 

See Arc Flash chapter for more information about the 
SEQUESTR External Disconnect Enclosure Packages.
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Application

Type 1 Large Disconnect Enclosures are 
general purpose cabinets for protecting 
electrical control equipment in applications 
that do not require extensive environmental 
protection. Typical applications include:

PLC and main control•	
Variable Frequency Drives (VFDs)•	
Power distribution•	

They are designed to house the following 
flange-mounted disconnect switches and 
circuit breakers:

Allen-Bradley 

Bulletin 1494V disconnect switches with •	
flange-mounted variable-depth operating 
mechanisms and Bulletin 1494V flange-
mounted variable-depth operating 
mechanisms for circuit breakers 
Bulletin 140U flexible cable operating •	
mechanisms for 140U molded case circuit 
breakers
Bulletin 1494C cable-operated disconnect •	
switches with flange-mounted handles
Bulletin 194RC cable-operated flange-•	
mounted handles for use with the NFPA 
79 compliant 194R IEC rotary disconnect 
switches

Allen-Bradley Bulletin 1494V-R1, -R2, and -W2 
operating handles and Allen-Bradley Bulletin 
1494F disconnect devices or Bulletin 1494D circuit 
breaker operators will NOT fit these enclosures.

ABB Controls flange-mounted variable-
depth operating mechanisms for disconnect 
switches and circuit breakers. Also the cable 
version for circuit breakers.

Eaton Cutler-Hammer Type C361 
disconnect switches and operator 
mechanisms. Cutler-Hammer Type C371 
circuit breaker operating mechanisms. Also 
Type SM safety handle mechanisms and 
Flex Shaft™ handle operators for circuit 
breakers.

General Electric Type STDA flange 
handles and variable-depth operating 
mechanisms for disconnect switches and 
circuit breakers. Also Spectra Flex™cable 
operators for circuit breakers.

Siemens ITE Max-Flex™ flange-mounted 
variable-depth operating handles for 
disconnect switches and circuit breakers.

Schneider Square D® disconnect 
switches and circuit breakers used with 
Class 9422 flange-mounted variable-depth 
operating mechanisms or cable mechanisms.

These enclosures will NOT accept Class 
9422 bracket-mounted disconnect devices 
or Class 9422TG1 or TG2 devices.

Construction

14 gauge steel body and door; 12 gauge •	
back covers
4 in. high 10 gauge steel integral lifting base•	
Modified preferred disconnect cutout•	
Heights from 60 in. to 84 in. Usable height •	
inside cabinet 4 in. less than nominal 
height.
Sturdy 7 gauge lifting tabs•	
Flush doors•	
3 point latch with heavy-duty handle•	

Screwdriver defeater in handle on master •	
door
Padlock provision in handle•	
Predrilled holes in lifting base provide •	
bolt-down capability
Bonding provision on each door•	
Studs included for mounting optional •	
panels on threaded bolts
Optional rack angles mount to top and •	
bottom of front flanges

Finish

RAL 7035 light gray polyester powder paint 
inside and outside. Optional panels have 
white or conductive finish.

Industry Standards

UL508A, File No. E61997: Type 1 
NEMA/EEMAC Type 1 
cUL File No. E61997:Type 1 
IEC 60529 IP30

Accessories

Can be used with most 19 and 23 in. rack 
accessories. See the Specifier’s Guide, General 
Accessories.

Rev. A  1/08
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Modification Services Program

You can customize this product to your 
unique requirements by specifying from 
these options: 

Change enclosure height, width, depth
Over 100 standard finish colors and 
textures 
Add holes and cutouts in body, doors, and 
subpanels 
Tapped holes, fasteners, in enclosure or 
subpanel
Door modifications

•
•

•

•

•

Subpanel modifications 
Structural changes
Environmental control additions 
Windows installed 
Standard accessories added

To order,contact your local Hoffman sales 
representative.
NOTE:For information about modifications 
outside the scope of the Modification 
Servicesprogram,contact your Hoffman sales 
representative.

•
•
•
•
•

Disconnect Mounting Space

Disconnects will occupy space on panel 
shown by dimensions E1, F1, and G1. Wiring 
space W1 is available when disconnect is 
installed in the enclosure. See Technical 
Information section for E1 Spacing by 
Enclosure Height for various disconnect 
switch manufacturers. W1 = Wiring Space. 
See Technical Information section for wire 
bend space. 
Refer to NATIONAL ELECTRICAL 
CODE®, 2005 article 430-10(b) for wiring 
space required for line side conductors to 
be connected to disconnect. Verify your 
application to determine whether 
wiring space is adequate.
NOTE: Consult Space Occupied by Disconnect 
drawing to determine whether the disconnect 
device you are using will fit the enclosure size you 
have selected.

Catalog Number A x B x C in. (mm)
Panel  
Catalog Number

Conductive Panel  
Catalog Number

Panel Size  
D x E (in.)

Panel Size  
D x E (mm)

Use Rack Angle 
Catalog Number

A60XN2712FSLP 60.00 x 27.00 x 12.00 (1524 x 686 x 305) A49P21N A49P21NG 49.16 x 21.50 1249 x 546 ara6019thg
A60XN2718FSLP 60.00 x 27.00 x 18.00 (1524 x 686 x 457) A49P21N A49P21NG 49.16 x 21.50 1249 x 546 ara6019thg
A60XN2724FSLP 60.00 x 27.00 x 24.00 (1524 x 686 x 610) A49P21N A49P21NG 49.16 x 21.50 1249 x 546 ara6019thg
A60XN3718FSLP 60.00 x 37.50 x 18.00 (1524 x 953 x 457) A49P32N A49P32NG 49.16 x 32.00 1249 x 813 ara6019thg
A72XN2718FSLP 72.00 x 27.00 x 18.00 (1829 x 686 x 457) A61P21N A61P21NG 61.16 x 21.50 1553 x 546 ara7219thg
A72XN3718FSLP 72.00 x 37.50 x 18.00 (1829 x 953 x 457) A61P32N A61P32NG 61.16 x 32.00 1553 x 813 ara7219thg
A72XN3724FSLP 72.00 x 37.50 x 24.00 (1829 x 953 x 610) A61P32N A61P32NG 61.16 x 32.00 1553 x 813 ara7219thg
A84XN2718FSLP 84.00 x 27.00 x 18.00 (2134 x 686 x 457) A73P21N A73P21NG 73.16 x 21.50 1858 x 546 ara8419thg
A84XN3724FSLP 84.00 x 37.50 x 24.00 (2134 x 953 x 610) A73P32N A73P32NG 73.16 x 32.00 1858 x 813 ara8419thg

 
Purchase panels separately.

Standard Sizes Free-Standing Type 1 Large Single-Door Disconnect Enclosures
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Catalog Number A x B x C in. (mm)
Panel  
Catalog Number

Conductive Panel  
Catalog Number

Panel Size  
D x E (in.)

Panel Size  
D x E (mm)

Use Rack Angle  
Catalog Number

A60XN5312FSLP 60.00 x 53.50 x 12.00 (1524 x 1359 x 305) A49P48N A49P48NG 49.16 x 48.00 1249 x 1219 ara6019thg
A60XN5318FSLP 60.00 x 53.50 x 18.00 (1524 x 1359 x 457) A49P48N A49P48NG 49.16 x 48.00 1249 x 1219 ara6019thg
A60XN5324FSLP 60.00 x 53.50 x 24.00 (1524 x 1359 x 610) A49P48N A49P48NG 49.16 x 48.00 1249 x 1219 ara6019thg
A60XN7324FSLP 60.00 x 73.50 x 24.00 (1524 x 1867 x 610) A49P68N A49P68NG 49.16 x 68.00 1249 x 1727 ara6019thg
A72XN7318FSLP 72.00 x 73.50 x 18.00 (1829 x 1867 x 457) A61P68N A61P68NG 61.16 x 68.00 1553 x 1727 ara7219thg
A72XN7324FSLP 72.00 x 73.50 x 24.00 (1829 x 1867 x 610) A61P68N A61P68NG 61.16 x 68.00 1553 x 1727 ara7219thg
A84XN7318FSLP 84.00 x 73.50 x 18.00 (2134 x 1867 x 457) A73P68N A73P68NG 73.16 x 68.00 1858 x 1727 ara8419thg
A84XN7324FSLP 84.00 x 73.50 x 24.00 (2134 x 1867 x 610) A73P68N A73P68NG 73.16 x 68.00 1858 x 1727 ara8419thg

Purchase panels separately.

Standard Sizes Free-Standing Type 1 Large Two-Door Disconnect Enclosures
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Use with Free-Standing Type 1 Large Disconnect Enclosures to 
install 19-in.-wide equipment in 25.5-in.-wide enclosures and  
23-in.-wide equipment in 36-in.-wide enclosures. Order two sets for 
52- and 72-in.-wide two-door enclosures. Galvanized 14 gauge steel 
with square holes spaced to meet EIA 310-D standards. Mount to 
factory-drilled holes in top and bottom of front flange. Purchase clip 
nuts, catalog number AN1032, separately for component mounting.

Catalog Number L (in.) L (mm) Kit Qty.
Fits Enclosure 
Height (in.)

ARA4819THG 41.63 1057 2 53
ARA6019THG 53.63 1362 2 60
ARA7219THG 65.63 1667 2 72
ARA8419THG 77.63 1972 2 84

Rack Angles for Free-Standing Type 1 Large Disconnect Enclosures

Apply self-adhesive strip gaskets for gasketed NEMA 1 solution. Each 
kit includes sufficient gasket for any single- or two-door enclosure. 
Choose kit by number of doors.

Catalog Number Description
A38GSKT For single-door enclosures
A38GSKT2 For two-door enclosures

Gasket Kits
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Application

Designed to house the following flange-
mounted disconnect switches and circuit 
breakers:

Allen-Bradley

Bulletin 1494F flange-mounted disconnect •	
switches and Bulletin 1494D flange-
mounted operators for circuit breakers
Bulletin 1494V disconnect switches with •	
flange-mounted variable-depth operating 
mechanisms and Bulletin 1494V flange-
mounted variable-depth operating 
mechanisms for circuit breakers 
Bulletin 140U flexible cable operating •	
mechanisms for 140U molded case circuit 
breakers
Bulletin 1494C cable-operated disconnect •	
switches with flange-mounted handles
Bulletin 194RC cable-operated flange-•	
mounted handles for use with the NFPA 
79 compliant 194R IEC rotary disconnect 
switches

Allen-Bradley Bulletin 1494V-R1, -R2, and -W2 
operating handles and Allen-Bradley Bulletin 
1494F disconnect devices or Bulletin 1494D circuit 
breaker operators will NOT fit these enclosures.

ABB Controls flange-mounted variable-
depth operating mechanisms for disconnect 
switches and circuit breakers. Also the cable 
version for circuit breakers.

Eaton Cutler-Hammer Type C361 
disconnect switches and operator 
mechanisms, and Type C371 circuit breakers 
and circuit breaker operating mechanisms. 
Also Type SM safety handle mechanisms and 
Flex Shaft™ handle operators for circuit 
breakers.

General Electric Type STDA flange 
handles and variable-depth operating 
mechanisms for disconnect switches and 
circuit breakers. Also Spectra Flex™ cable 
operators for circuit breakers.

Siemens ITE Max-Flex™ flange-mounted 
variable-depth operating handles for 
disconnect switches and circuit breakers.

Schneider Square D® disconnect 
switches and circuit breakers used with 
Class 9422 flange-mounted variable-depth 
operating mechanisms or cable mechanisms.
These enclosures will NOT receive Class 9422 
bracket-mounted disconnect devices, Class 
9422TG1, or TG2 devices.

Disconnect Enclosures with 
Universal cutout 

Universal cutout requires an operator 
adapter for the brand and type of disconnect 
being used. See Disconnect Enclosure 
Accessories to select the operator adapter.

Construction

10 gauge steel•	
Seams continuously welded and ground •	
smooth
Body stiffeners in larger enclosures for •	
extra rigidity
Body flange trough excludes liquids and •	
contaminants
Removable center posts permit easy panel •	
installation
 Heavy gauge continuous hinges•	
Heavy-duty 3-point latching mechanism •	
operated by padlocking handle on all 
doors
Rollers on ends of latch rods for easier •	
door closing
Heavy-duty lifting eyes anchor into •	
reinforced top
Data pocket is high impact thermoplastic•	
15-inch floor stands are welded to •	
enclosure
Provisions for mounting lights•	
Oil-resistant door gasket•	
Panel supports•	
Collar studs provided for mounting •	
optional panels
Master door is right-hand door on X •	
enclosures and left-hand door on CPX 
enclosures
Integral defeater on master door handle •	
requires a screwdriver to open

Mechanical interlock operated by master •	
door prevents slave door from being 
opened first. Doors can be closed in any 
order.
Includes door hardware•	

Finish

White interior with ANSI 61 gray exterior 
finish over phosphatized surfaces. Optional 
panels have white or conductive finish.

Industry Standards

UL 508A, File No. E61997: Type 12 
NEMA/EEMAC Type 12 
JIC standards EGP-1-1967 
CSA File No. 42186: Type 12  
IEC 60529, IP55

Accessories

See General Accessories Index.
Blank Adapter Plate 
Blower Package 
Corrosion Inhibitors 
Electric Heater 
Fan Cooling Products 
INTERSAFE® Data Interface Ports 
Lighting Kit 
Operator Adapters 
Panels  
Platform Assembly  
Touch-up Paint (ATTPY61) 
Window Kit

Ordering

The disconnect switch, operating handle, 
and operating mechanism must be ordered 
separately. See Technical Information in the 
Hoffman Specifier’s Guide for wire bend 
space available when various manufacturers’ 
disconnect switches are installed, or 
Disconnect Ordering Information at 
hoffmanonline.com for disconnect ordering 
guidelines and wire bend space available. 
Check the enclosure dimension drawings to 
verify the chosen disconnect switch will fit in 
the enclosure.

Disconnect 
operator on 
right flange

Disconnect 
operator on 
centerpost

Rev. B 1/08



Bulletin

Free-Standing  
Disconnect Enclosures

A21

Two-Door Type 12 Enclosures for 
Flange-Mounted Disconnects

DS-35Subject to change without notice	 PH 763 422 2211 • FX 763 422 2600 • www.hoffmanonline.com	 © 2007 Hoffman Enclosures Inc.

D
isconnect 

Enclosures

Standard Sizes Provision for Disconnect Operator on Right Flange

Catalog Number
A x B x C	
in. (mm)

Panel Catalog 
Numbera

Conductive  
Panel Catalog 
Numbera

Panel Size
D x E (in.)

Panel Size
D x E (mm)

Stiffener Position  
S (in.)

Stiffener Position  
S (mm)

A60X4912LPFTC 60.12 x 49.75 x 12.12 	
(1527 x 1264 x 308)

A60P48 A60P48G 56.00 x 44.00 1422 x 1118 None None

A60X6112LPFTC 60.12 x 61.75 x 12.12 	
(1527 x 1568 x 308)

A60P60 A60P60G 56.00 x 56.00 1422 x 1422 21.00 533

A72X6112LPFTC 72.12 x 61.75 x 12.12 	
(1832 x 1568 x 308)

A72P60 A72P60G 68.00 x 56.00 1727 x 1422 21.00 533

A72X7312LPFTC 72.12 x 73.75 x 12.12 	
(1832 x 1873 x 308)

A72P72 A72P72G 68.00 x 68.00 1727 x 1727 24.00 610

A60X4918LPFTC 60.12 x 49.75 x 18.12 	
(1527 x 1264 x 460)

A60P48 A60P48G 56.00 x 44.00 1422 x 1118 None None

A60X6118LPFTC 60.12 x 61.75 x 18.12 	
(1527 x 1568 x 460)

A60P60 A60P60G 56.00 x 56.00 1422 x 1422 21.00 533

A72X6118LPFTC 72.12 x 61.75 x 18.12 	
(1832 x 1568 x 460)

A72P60 A72P60G 68.00 x 56.00 1727 x 1422 21.00 533

A72X7318LPFTC 72.12 x 73.75 x 18.12 	
(1832 x 1873 x 460)

A72P72 A72P72G 68.00 x 68.00 1727 x 1727 24.00 610

A60X4924LPFTCb 60.12 x 49.75 x 24.12 	
(1527 x 1264 x 613)

A60P48 A60P48G 56.00 x 44.00 1422 x 1118 None None

A60X6124LPFTCb 60.12 x 61.75 x 24.12 	
(1527 x 1568 x 613)

A60P60 A60P60G 56.00 x 56.00 1422 x 1422 21.00 533

A72X7324LPFTCb 72.12 x 73.75 x 24.12 	
(1832 x 1873 x 613)

A72P72 A72P72G 68.00 x 68.00 1727 x 1727 24.00 610

	
a Purchase panels separately.
b See platform assembly note.

Modification Services Program

You can customize this product to your 
unique requirements by specifying from 
these options:

Enclosure height, width, depth
Over 100 standard finish colors and 
textures
Holes and cutouts in body, doors, 
subpanels
Tapped holes, fasteners, mounting channel 
in enclosure or subpanel
Mounting
Doors modifications

•
•

•

•

•
•

Subpanel modifications
Structural changes
Environmental control (louvers, fans, 
filters)
Window installation
Standard accessory installation
Disconnect provisions

To order, contact your local Hoffman sales 
representative.
NOTE: For information about modifications outside 
the scope of the Modification Services program, 
contact your Hoffman sales representative.

•
•
•

•
•
•

Furnished with Enclosures

An enclosure
An operator adapter (see disconnect 

enclosure Accessories to select the proper 
operator adapter for the brand and type of 
disconnect being used) 
NOTE: Door hardware is furnished with enclosure.

Disconnect device (see disconnect 
ordering information on previous page)

1.
2.

3.

Standard Sizes Provision for Disconnect Operator on Centerpost

Catalog Number
A x B x C	
in. (mm)

Panel Catalog 
Numbera

Conductive  
Panel Catalog 
Numbera

Panel Size
D x E (in.)

Panel Size
D x E (mm)

Stiffener Position  
S (in.)

Stiffener Position  
S (mm)

A60CPX4812LPFTC 60.12 x 48.5 x 12.12 	
(1527 x 1232 x 308)

A60P48 A60P48G 56.00 x 44.00 1422 x 1118 None None

A60CPX6012LPFTC 60.12 x 60.5 x 12.12 	
(1527 x 1537 x 308)

A60P60 A60P60G 56.00 x 56.00 1422 x 1422 21.00 533

A72CPX7212LPFTC 72.12 x 72.5 x 12.12 	
(1832 x 1841 x 308)

A72P72 A72P72G 68.00 x 68.00 1727 x 1727 24.00 610

A72CPX7218LPFTC 72.12 x 72.5 x 18.12 	
(1832 x 1841 x 460)

A72P72 A72P72G 68.00 x 68.00 1727 x 1727 24.00 610

	
a Purchase panels separately.
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Disconnect Mounting Space

Disconnects will occupy space on panel 
shown by dimensions E1, F1, G1, and 
K1. Wiring space W1 is available when 
disconnect is installed in the enclosure. 

See Technical Information section for E1 
Spacing by Enclosure Height for various 
disconnect switch manufacturers.

W1 = Wiring Space See Technical 
Information section for wire bend space.

Refer to NATIONAL ELECTRICAL 
CODE®, 2005 article 430-10(b) for wiring 
space required for line side conductors to 
be connected to disconnect. Verify your 
application to determine whether 
wiring space is adequate.

NOTE: Consult Space Occupied by Disconnect 
drawing to determine whether the disconnect 
device you are using will fit the enclosure size you 
have selected.

All 24.12-inch (613mm) and deeper 
enclosures using short connecting rods 
in the following models require a Hoffman 
platform assembly, catalog number 
ADSCLPA, purchased separately. 

ABB Controls flange-operated devices 
Eaton Cutler-Hammer C361 devices 
Eaton Cutler-Hammer C371 mechanisms 
which use C371E, F, G, K operating 
mechanism (see footnote below) 
General Electric Type TDA devices (see 
footnote below) 
Schneider Square D® Class 9422 devices 
(see footnote below)

The platform assembly can be omitted if 
long connecting rods are ordered in place of 
short connecting rods. 

For Eaton Cutler-Hammer operating 
mechanisms C371E and C371F order 
catalog number C371CS1 connecting 
rod. For C371G and C371K order catalog 
number C371CS2 connecting rod. 
For General Electric devices, order 
catalog number TDSR extended length 
drive rod 
For Schneider Square D devices, order 
catalog number 9422-R2 extra long 
operating rod(s). Some devices require 
two rods. 

•
•
•

•

•

•

•

•
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Application

Designed to house the following flange-
mounted disconnect switches and circuit 
breakers:

Allen-Bradley
Bulletin 1494F flange-mounted disconnect •	
switches and Bulletin 1494D flange-
mounted operators for circuit breakers. 
Bulletin 1494V disconnect switches with •	
flange-mounted variable-depth operating 
mechanisms and Bulletin 1494V flange-
mounted variable-depth operating 
mechanisms for circuit breakers 
Bulletin 140U flexible cable operating •	
mechanisms for 140U molded case circuit 
breakers
Bulletin 1494C cable-operated disconnect •	
switches with flange-mounted handles
Bulletin 194RC cable-operated flange-•	
mounted handles for use with the NFPA 
79 compliant 194R IEC rotary disconnect 
switches

Allen-Bradley Bulletin 1494V-R1, -R2, and -W2 
operating handles and Allen-Bradley Bulletin 
1494F disconnect devices or Bulletin 1494D circuit 
breaker operators will NOT fit these enclosures.

ABB Controls flange-mounted variable-
depth operating mechanisms for disconnect 
switches and circuit breakers. Also the cable 
version for circuit breakers.

Eaton Cutler-Hammer Type C361 
disconnect switches and operator 
mechanisms. Cutler-Hammer Type C371 
circuit breaker operating mechanisms. Also 
Type SM safety handle mechanisms and 
Flex Shaft™ handle operators for circuit 
breakers.

General Electric Type STDA flange 
handles and variable-depth operating 
mechanisms for disconnect switches and 
circuit breakers. Also Spectra Flex™ cable 

operators for circuit breakers.

Siemens ITE Max-Flex™ flange-mounted 
variable-depth operating handles for 
disconnect switches and circuit breakers.

Schneider Square D® disconnect 
switches and circuit breakers used with 
Class 9422 flange-mounted variable-depth 
operating mechanisms or cable mechanisms. 
These enclosures will NOT accept Class 9422 
bracket-mounted disconnect devices or Class 
9422TG1 or TG2 devices.

Disconnect Enclosures with 
Universal Cutout

Universal cutout requires an operator 
adapter for the brand and type of disconnect 
being used. See Disconnect Enclosure 
Accessories to select the operator adapter.

Construction

10 gauge steel•	
Seams continuously welded and ground •	
smooth
Body stiffeners in larger enclosures for •	
extra rigidity
Body flange trough excludes liquids and •	
contaminants
Heavy-duty lifting eyes anchor into •	
reinforced top
Removable centerposts permit easy panel •	
installation
Heavy gauge continuous hinges•	
Heavy-duty 3-point latching mechanism •	
operated by patented padlocking handle 
on all doors
Ends of latch rods have rollers for easier •	
door closing
Panel supports•	
Data pocket is high-impact thermoplastic•	
Oil-resistant gasket •	

FTC models include removable 10 gauge •	
steel panels which mount on collar studs
Master door is far right-hand door on all •	
enclosures
Defeater on master door requires a •	
screwdriver to open
Mechanical interlock activated by master •	
door prevents slave doors from being 
opened first. Doors can be closed in any 
order.
Universal cutout on right flange provides •	
mounting for most disconnect operators 
by using operator adapters
Models available with panel included or •	
panel sold separately
Includes door hardware•	

Finish

White inside with ANSI 61 gray outside 
finish over phosphatized surfaces. Panels 
have white or conductive finish.

Industry Standards

UL 508A, File No. E61997: Type 12 
NEMA/EEMAC Type 12 
JIC standards EGP-1-1967 and EMP-1-1967 
CSA File No. 42186: Type 12  
IEC 60529, IP55

Disconnect Mounting Space

Disconnects will occupy space on panel 
shown by dimensions E1, F1, and G1. Wiring 
space W1 is available when disconnect is 
installed in the enclosure. 
See Technical Information section for E1 
Spacing by Enclosure Height for various 
disconnect switch manufacturers.
W1 = Wiring Space. See Technical 
Information section for wire bend space.
Refer to National Electrical Code®, 2005 
article 430-10(b) for wiring space required 
for line side conductors to be connected to 
disconnect. 
Verify your application to determine 
whether wiring space is adequate.
NOTE: Consult Space Occupied by Disconnect 
drawing to determine whether the disconnect 
device you are using will fit the enclosure size you 
have selected.

Accessories

See Accessories chapter
Blank Adapter Plate 
Blower Package 
Corrosion Inhibitors 
Electric Heater 
Fan Cooling Products 
Floor Stand Kit 
INTERSAFE® Data Interface Ports 
Lighting Kit 
Operator Adapters 
Panels, Replacement 
Touch-Up Paint (ATPPY61) 
Window Kit

Rev. B  1/08
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Standard Sizes Single-Door Enclosures

Catalog Number
A x B x C	
in. (mm)

With or  
Without Panel Panel Catalog Number

Conductive Panel 
Catalog Number Panel Size (in.) Panel Size (mm)

A72XM2818FTC 72.12 x 28.25 x 18.12 	
(1832 x 718 x 460)

With A72PM28 A72PM28G 60.00 x 21.75 1524 x 552

A72XM2818FTCLP 72.12 x 28.25 x 18.12 	
(1832 x 718 x 460)

Without — — — —

A72XM3418FTC 72.12 x 34.25 x 18.12 	
(1832 x 870 x 460)

With A72PM34 A72PM34G 60.00 x 27.75 1524 x 705

A72XM3418FTCLP 72.12 x 34.25 x 18.12 	
(1832 x 870 x 460)

Without — — — —

A72XM4018FTC 72.12 x 40.25 x 18.12 	
(1832 x 1022 x 460)

With A72PM40 A72PM40G 60.00 x 33.75 1524 x 857

A72XM4018FTCLP 72.12 x 40.25 x 18.12 	
(1832 x 1022 x 460)

Without — — — —

A84XM4018FTC 84.12 x 40.25 x 18.12 	
(2137 x 1022 x 460)

With A84PM40 A84PM40G 72.00 x 33.75 1829 x 857

A84XM4018FTCLP 84.12 x 40.25 x 18.12 	
(2137 x 1022 x 460)

Without — — — —

A90XM4018FTC 90.12 x 40.25 x 18.12 	
(2289 x 1022 x 460)

With A90PM40 A90PM40G 78.00 x 33.75 1981 x 857

A90XM4018FTCLP 90.12 x 40.25 x 18.12 	
(2289 x 1022 x 460)

Without — — — —

A90XM4020FTC 90.12 x 40.25 x 20.12 	
(2289 x 1022 x 511)

With A90PM40 A90PM40G 78.00 x 33.75 1981 x 857

A90XM4020FTCLP 90.12 x 40.25 x 20.12 	
(2289 x 1022 x 511)

Without — — — —

A84XM4024FTC 84.12 x 40.25 x 24.12 	
(2137 x 1022 x 613)

With A84PM40 A84PM40G 72.00 x 33.75 1829 x 857

A84XM4024FTCLP 84.12 x 40.25 x 24.12 	
(2137 x 1022 x 613)

Without — — — —

A90XM4024FTC 90.12 x 40.25 x 24.12 	
(2289 x 1022 x 613)

With A90PM40 A90PM40G 78.00 x 33.75 1981 x 857

A90XM4024FTCLP 90.12 x 40.25 x 24.12 	
(2289 x 1022 x 613)

Without — — — —

Ordering

The disconnect switch, operating handle, 
and operating mechanism must be ordered 
separately. See Technical Information in the 
Hoffman Specifier’s Guide for wire bend 
space available when various manufacturers’ 
disconnect switches are installed, or 
Disconnect Ordering Information at 
hoffmanonline.com for disconnect ordering 
guidelines and wire bend space available. 
Check the enclosure dimension drawings to 
make sure the chosen disconnect switch will 
fit in the enclosure.

Modification Services Program

You can customize this product to your 
unique requirements by specifying from 
these options:

Enclosure height, width, depth
Over 100 standard finish colors and 
textures
Holes and cutouts in body, doors, 
subpanels
Tapped holes, fasteners, mounting channel 
in enclosure or subpanel
Mounting
Door modifications
Subpanel modifications
Structural changes
Environmental control (louvers, fans, 
filters)
Window installation
Standard accessory installation
Disconnect provisions

To order, contact your local Hoffman sales 
representative.
NOTE: For information about modifications outside 
the scope of the Modification Services program, 
contact your Hoffman sales representative.

•
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Standard Sizes Two-Door Enclosures

Catalog Number
A x B x C	
in. (mm)

With or  
Without Panel

Stiffener  
Locations (in.)

Stiffener  
Locations (mm)

Panel Catalog 
Number

Conductive 
Panel Catalog 
Number Panel Size (in.) Panel Size (mm)

A72XM5418FTC 72.12 x 54.50 x 18.12 	
(1832 x 1384 x 460)

With None None A72PM54 A72PM54G 60.00 x 48.00 1524 x 1219

A72XM5418FTCLP 72.12 x 54.50 x 18.12
(1832 x 1384 x 460)

Without None None — — — —

A72XM6618FTC 72.12 x 66.50 x 18.12
(1832 x 1689 x 460)

With 21.00 533 A72PM66 A72PM66G 60.00 x 60.00 1524 x 1524

A72XM6618FTCLP 72.12 x 66.50 x 18.12
(1832 x 1689 x 460)

Without 21.00 533 — — — —

A72XM7818FTC 72.12 x 78.50 x 18.12
(1832 x 1994 x 460)

With 24.00 610 A72PM78 A72PM78G 60.00 x 72.00 1524 x 1829

A72XM7818FTCLP 72.12 x 78.50 x 18.12
(1832 x 1994 x 460)

Without 24.00 610 — — — —

A84XM7818FTC 84.12 x 78.50 x 18.12
(2137 x 1994 x 460)

With 24.00 610 A84PM78 A84PM78G 72.00 x 72.00 1829 x 1829

A84XM7818FTCLP 84.12 x 78.50 x 18.12
(2137 x 1994 x 460)

Without 24.00 610 — — — —

A90XM7818FTC 90.12 x 78.50 x 18.12
(2289 x 1994 x 460)

With 24.00 610 A90PM78 A90PM78G 78.00 x 72.00 1981 x 1829

A90XM7818FTCLP 90.12 x 78.50 x 18.12
(2289 x 1994 x 460)

Without 24.00 610 — — — —

A90XM7820FTC 90.12 x 78.50 x 20.12
(2289 x 1994 x 511)

With 24.00 610 A90PM78 A90PM78G 78.00 x 72.00 1981 x 1829

A90XM7820FTCLP 90.12 x 78.50 x 20.12
(2289 x 1994 x 511)

Without 24.00 610 — — — —

A72XM7824FTC 72.12 x 78.50 x 24.12
(1832 x 1994 x 613)

With 24.00 610 A72PM78 A72PM78G 60.00 x 72.00 1524 x 1829

A72XM7824FTCLP 72.12 x 78.50 x 24.12
(1832 x 1994 x 613)

Without 24.00 610 — — — —

A84XM7824FTC 84.12 x 78.50 x 24.12
(2137 x 1994 x 613)

With 24.00 610 A84PM78 A84PM78G 72.00 x 72.00 1829 x 1829

A84XM7824FTCLP 84.12 x 78.50 x 24.12
(2137 x 1994 x 613)

Without 24.00 610 — — — —

A90XM7824FTC 90.12 x 78.50 x 24.12
(2289 x 1994 x 613)

With 24.00 610 A90PM78 A90PM78G 78.00 x 72.00 1981 x 1829

A90XM7824FTCLP 90.12 x 78.50 x 24.12
(2289 x 1994 x 613)

Without 24.00 610 — — — —

Standard Sizes Three-Door Enclosures

Catalog Number
A x B x C	
in. (mm)

With or  
Without 
Panel

Large 
Panel 
Catalog 
No.

Large  
Conductive 
Panel  
Catalog No.

No. and Size of 
Panels, Large 
(in.)

No. and Size of 
Panels, Large 
(mm)

Small 
Panel 
Catalog 
No.

Small  
Conductive 
Panel  
Catalog No.

No. and Size of 
Panels, Small 
(in.)

No. and Size 
of Panels, 
Small (mm)

A72XM3EQ18FTC 72.12 x 100.75 x 18.12
(1832 x 2559 x 460)

With A72PM66 A72PM66G (1) 60.00 x 60.00 (1) 1524 x 1524 A72PM34 A72PM34G (1) 60.00 x 27.75 (1) 1524 x 705

A72XM3EQ18FTCLP 72.12 x 100.75 x 18.12
(1832 x 2559 x 460)

Without — — — — — — — —

A72XM3EW18FTC 72.12 x 118.75 x 18.12
(1832 x 3017 x 460)

With A72PM78 A72PM78G (1) 60.00 x 72.00 (1) 1524 x 1829 A72PM40 A72PM40G (1) 60.00 x 33.75 (1) 1524 x 857

A72XM3EW18FTCLP 72.12 x 118.75 x 18.12
(1832 x 3017 x 460)

Without — — — — — — — —

A84XM3EW18FTC 84.12 x 118.75 x 18.12
(2137 x 3017 x 460)

With A84PM78 A84PM78G (1) 72.00 x 72.00 (1) 1829 x 1829 A84PM40 A84PM40G (1) 72.00 x 33.75 (1) 1829 x 857

A84XM3EW18FTCLP 84.12 x 118.75 x 18.12
(2137 x 3017 x 460)

Without — — — — — — — —

A84XM3EW24FTC 84.12 x 118.75 x 24.12
(2137 x 3017 x 613)

With A84PM78 A84PM78G (1) 72.00 x 72.00 (1) 1829 x 1829 A84PM40 A84PM40G (1) 72.00 x 33.75 (1) 1829 x 857

A84XM3EW24FTCLP 84.12 x 118.75 x 24.12
(2137 x 3017 x 613)

Without — — — — — — — —

A90XM3EW24FTC 90.12 x 118.75 x 24.12
(2289 x 3017 x 613)

With A90PM78 A90PM78G (1) 78.00 x 72.00 (1) 1981 x 1829 A90PM40 A90PM40G (1) 78.00 x 33.75 (1) 1981 x 857

A90XM3EW24FTCLP 90.12 x 118.75 x 24.12
(2289 x 3017 x 613)

Without — — — — — — — —




