A Pentair Company

Disconnect Enclosures

The convergence of technology, communications, and ==
best-practice manufacturing techniques is reshaping ‘

the industry. Hoffman continues to adapt disconnect
enclosures to help you take advantage of the most
efficient manufacturing methodologies. From wall- ‘ !
mounted to heavy-duty free-standing, select from a wide LA
variety of disconnect enclosures to meet your needs.

Accessories, Disconnect Enclosure DsS-60

Allen-Bradley Disconnects, Enclosures for, Ds-6
Type 12 and Type 13

External Disconnect Enclosure Packages, SEQUESTR™ DS-29

External Disconnect Enclosure, SEQUESTR™ DS-28

Flange-Mounted Disconnects, Enclosures for, Heavy-Duty DS-40
Free-Standing Type 12

Flange-Mounted Disconnects, Enclosures for, Modular DS-52
Type 12

Flange-Mounted Disconnects, Enclosures for, Two-Door DS-34
Type 12

Flange-Mounted Disconnects, Enclosures for, Type 12 and Ds-2
Type 13

Flange-Mounted Disconnects, Enclosures for, Type 4 and Ds-16
Type 12

Free-Standing Enclosure, Type | Large Disconnect DS-30

Low-Profile Enclosures, Disconnect, Type 12 DS-20

Modular Enclosures, PROLINE-DD DS-62

Sloped-Top Disconnect Enclosures, CONCEPT® Ds-14

Wall-Mount Disconnect Enclosures, CONCEPT® Ds-10
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Application

Designed to house Allen-Bradley Bulletin 1494F fixed-depth flange-
mounted disconnect switches and Bulletin 1494D fixed-depth flange-
mounted operators for circuit breakers. Provide protection from
dust, dirt, oil and water.

Enclosures with an A dimension under 40.00 inches require a 2-point
door closing mechanism. Enclosures with an A dimension of 40.00
inches or more require 3-point door hardware. Exception: Enclosure
catalog numbers A48AB3812A2LP and A60AB3812A2LP require
3-point door hardware.

Construction

* 14 gauge steel
* Seams continuously welded and ground smooth
* External mounting brackets

* Return flange around all sides of enclosure opening excludes liquids
and contaminants

* Removable door with continuous hinge

* Oil-resistant door gasket

* Collar studs provided for mounting optional panels

* Holes provided in body and door for mounting disconnect switch,
operating mechanism, and door hardware

* Data pocket is high impact thermoplastic

* Guide bracket(s) and door catch welded to door

¢ Includes locking bar(s) for door hardware, spacers and screws
to support disconnect panel, and instructions for installing
disconnects

Finish

White inside with ANSI 61 gray outside finish over phosphatized
surfaces. Optional panels have white or conductive finish.

Industry Standards

UL 508A, File No. E61997: Type 12, I3
NEMA/EEMAC Type 12, 13

JIC standard EGP-1-1967

CSA File No. 42186: Type 12

IEC 60529, IP65

DS-6
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Type 12 and 13 Enclosures
for Allen-Bradley Fixed-Depth
Flange-Mounted Disconnects
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WALL-MOuUNT
DiscoNNECT ENCLOSURES

Bulletin

A22

Accessories
See General Accessories section.

Blank Adapter Plate
Blower Package
Corrosion Inhibitors
Electric Heater

Fan Cooling Products
Floor Stand Kit
Lighting Kit

Panel Support Kit
Panels

Touch-Up Paint (ATPHSé61)
Window Kit

Furnished with Enclosures

I. Guide bracket(s) and door catch welded to door
2. Locking bar(s) for door hardware

3. Spacers and screws to support disconnect to panel
4. Instructions to locate and install disconnects

Ordering

The disconnect switch, operating handle, and operating mechanism
must be ordered separately. See Technical Information in the
Hoffman Specifier’s Guide for wire bend space available when various
manufacturers’ disconnect switches are installed, or Disconnect
Ordering Information at hoffmanonline.com for disconnect ordering
guidelines and wire bend space available. Check the enclosure
dimension drawings to verify the chosen disconnect switch will fit in
the enclosure.
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Hoffman® Type 12 and 13 Enclosures WarL-Mount
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for Allen-Bradley Fixed-Depth Bulletin
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Flange-Mounted Disconnects A22

Standard Sizes Type 12 and 13 Enclosures for Allen-Bradley Fixed-Depth Flange-Mounged Disconnects
AxBxC Panel Catalog |Conductive Panel |Panel Size D xE |Panel Size D xE |Data Data Pocket Size | Data Pocket Size

Catalog Number |in. (mm) Numberb Catalog Numberb | (in.) (mm) Pocket  |(in.) (mm)

A20AB2208LP 20.00x21.38x8.00 A20P20 A20P20G 17.00 x 17.00 432 x432 Small 6.00 x 6.00 152 x 152
(508 x 543 x 203)

A24AB2208LP 24.00x21.38x8.00 A24P20 A24P20G 21.00x17.00 533 x432 Small 6.00 x 6.00 152 x 152
(610 x 543 x 203)

A24AB2608LP 24.00x25.38 x8.00 A24P24 A24P24G 21.00x 21.00 533 x533 Small 6.00 x 6.00 152 x 152
(610 x 645 x 203)

A30AB2208LP 30.00x21.38x8.00 A30P20 A30P20G 27.00 x 17.00 686 x 432 Small 6.00 x 6.00 152 x 152
(762 x 543 x 203)

A30AB2608LP 30.00x25.38x8.00 A30P24 A30P24G 27.00 x 21.00 686 x 533 Large 12.00 x 12.00 305x 305
(762 x 645 x 203)

A36AB2608LP 36.00x25.38x8.00 A36P24 A36P24G 33.00x 21.00 838 x533 Large 12.00 x 12.00 305x 305
(914 x 645 x 203)

A36AB3208LP 36.00x31.38x8.00 A36P30 A36P30G 33.00x 27.00 838 x 686 Large 12.00 x 12.00 305x 305
(914 x 797 x 203)

A42AB3208LP 42.00x31.38x8.00 A42P30 A42P306G 39.00x 27.00 991 x 686 Small 6.00x6.00 152 x 152
(1067 x 797 x 203)

A42AB3808LP 42.00x37.38x8.00 A42P36 A42P366G 39.00 x 33.00 991 x 838 Large 12.00 x 12.00 305x 305
(1067 x 949 x 203)

A48AB3808LP 48.00x37.38x8.00 A48P36 A48P366 45.00x 33.00 1143x 838 Large 12.00 x 12.00 305x 305
(1219 x 949 x 203)

A24AB2210LP 24.00x21.38x 10.00 A24P20 A24P20G 21.00x17.00 533 x432 Small 6.00x6.00 152 x 152
(610 x 543 x 254)

A24AB2610LP 24.00x 25.38x10.00 A24P24 A24P24G 21.00x21.00 533x533 Small 6.00x6.00 152 x 152
(610 x 645 x 254)

A30AB2210LP 30.00x21.38 x 10.00 A30P20 A30P20G 27.00x 17.00 686 x 432 Small 6.00 x 6.00 152 x 152
(762 x 543 x 254)

A30AB2610LP 30.00x25.38 x 10.00 A30P24 A30P24G 27.00x 21.00 686 x 533 Large 12.00x 12.00 305 x 305
(762 x 645 x 254)

A36AB2610LP 36.00 x 25.38 x 10.00 A36P24 A36P24G 33.00 x 21.00 838 x 533 Large 12.00 x 12.00 305 x 305
(914 x 645 x 254)

A36AB3210LP 36.00x 31.38 x 10.00 A36P30 A36P30G 33.00x 27.00 838 x 686 Large 12.00 x 12.00 305 x 305
(914 x 797 x 254)

A42AB3210LP 42.00x 31.38x 10.00 A42P30 A42P30G 39.00 x 27.00 991 x 686 Small 6.00 X 6.00 152 x 152
(1067 x 797 x 254)

A42AB3810LP 42.00x37.38x10.00 A42P36 A42P366G 39.00x 33.00 991 x 838 Large 12.00 x 12.00 305 x 305
(1067 x 949 x 254)

A48AB3810LP 48.00 x 37.38 x 10.00 A48P36 A48P366G 45.00 x 33.00 1143 x 838 Large 12.00 x 12.00 305 x 305
(1219 x 949 x 254)

A60AB3810LP 60.00 x 37.38 x 10.00 A60P36 A60P36G 57.00 x 33.00 1448 x 838 Large 12.00x 12.00 305 x 305
(1524 x 949 x 254)

A36AB3212LP 36.00x31.38x12.00 A36P30 A36P30G 33.00 x 27.00 838 x 686 Large 12.00 x 12.00 305 x 305
(914 x 797 x 305)

A42AB3212LP 42.00x 31.38x12.00 A42P30 A42P30G 39.00x 27.00 991 x 686 Small 6.00 x6.00 152 x 152
(1067 x 797 x 305)

A42AB3812LP 42.00x 37.38x 12.00 A42P36 A42P366G 39.00 x 33.00 991 x 838 Large 12.00 x 12.00 305 x 305
(1067 x 949 x 305)

A48AB3812LP 48.00x 37.38x12.00 A48P36 A48P36G 45.00 x 33.00 1143 x 838 Large 12.00 x 12.00 305x 305
(1219 x 949 x 305)

A60AB3812LP 60.00 x 37.38 x 12.00 A60P36 A60P36G 57.00 x 33.00 1448 x 838 Large 12.00 x 12.00 305x 305
(1524 x 949 x 305)

A48AB3816LP 48.00x 37.38 x 16.00 A48P36 A48P36G 45.00 x 33.00 1143 x 838 Large 12.00 x 12.00 305x 305
(1219 x 949 x 406)

A60AB3816LP 60.00 x 37.38 x 16.00 A60P36 A60P36G 57.00 x 33.00 1448 x 838 Large 12.00 x 12.00 305x 305
(1524 x 949 x 406)

A48AB3812A2LP?  48.00x37.5x12.00 A48P36 A48P366G 45.00 x 33.00 1143 x 838 Large 12.00 x 12.00 305x 305
(1219 x 953 x 305)

AG60AB3812A2LP?  60.00 x 37.5x 12.00 A60P36 A60P366G 57.00 x 33.00 1448 x 838 Large 12.00 x 12.00 305 x 305
(1524 x 953 x 305)

4 guitable for 200 amp disconnect switches and 1494FL4 door hardware only. Blank adapter plate A22BAP will not fit on these enclosures.
b purchase panels separately.
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